






9 AC Power Source Catalogue

選購指南 Selection Guide

MODEL 61010 New 61020 New 61040 New 61060 New 6605 6610

Capacity 1KVA 2KVA 4KVA 6KVA 500VA 1KVA

INPUT

Phase 1Ø 1Ø & 3Ø / 4W 1Ø

Voltage, VAC 90 - 264 90 - 264 180 - 264 180 - 264 / 312 - 457 110 / 220 110 / 220

Max. Current, Arms 15 30 30
1Ø：45A 

3Ø / 3W：26A 
3Ø / 4W：15A

10 / 5 20 / 10

OUTPUT

Phase 1Ø 1Ø & 3Ø / 4W 1Ø

Voltage, VAC 0 - 150 / 0 - 300 0 - 150 / 0 - 300

Frequency, HZ 40 - 1000 40 - 500

Max. Current, Arms *4 9.2 / 4.6 18.4 / 9.2 36.8 / 18.4 55.2 / 27.6 4.6 / 2.3 9.2 / 4.6

Max. Current, Apeak ( < 1000 mS) 36.8 / 18.4 73.6 / 36.8 147.2 / 73.6 220.8 / 110.4 13.8 / 6.9 27.6 / 13.8

FEATURES

Linear Type (Transistor Amplifier) - - - - - -

Switching Type (IGBT / PWM) YES YES YES YES YES YES

Programmable YES YES YES YES YES YES

Memory
50 memories, 9 steps per each memory 

(V, F, Arms-HI / Arms-LO, Apeak-HI / Apeak-LO, P-HI / P-LO, VA-HI / VA-LO, Q-HI / Q-LO, 
PF-HI / PF-LO, CF-HI / CF-LO, Time) 

50 memories, 9 steps per each memory 
(V, F, Arms-HI / Arms-LO, Apeak-HI / 

Apeak-LO, P-HI / P-LO, PF-HI / PF-LO, 
Time)

GPIB Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION

USB & RS232  Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION

PLC Remote I / P Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION

PLC Remote O / P Signal *2 YES YES YES YES YES YES

Numeric Key YES YES YES YES YES YES

Rotary Knob YES YES YES YES YES YES

Up/Down Key - - - - - -

Input PFC (> 0.97) YES YES YES YES - -

Auto Voltage Adjust *3 YES YES YES YES YES YES

Sync. Output Signal YES YES YES YES YES YES

Turn On Phase Angle Control YES YES YES YES YES YES

Turn Off Phase Angle Control YES YES YES YES YES YES

Over Current Fold Back Mode YES YES YES YES YES YES

Temperature Control Fan Speed YES YES YES YES YES YES

Loop Cycle Test YES YES YES YES YES YES

Display V, F, Arms, Apeak, P, VA, Q, PF, CF (Graphic LCD 240 X 64) V, F, Arms, Apeak, P, PF (Graphic LCD 240 X 64)

PROTECTION

Over Current YES YES YES YES YES YES

Short Circuit YES YES YES YES YES YES

Over Temperature YES YES YES YES YES YES

Over Voltage YES YES YES YES YES YES

Over Power YES YES YES YES YES YES

OTHERS

DC Output : 0 - 200V / 0 - 400V YES YES YES YES OPTION OPTION

Output Voltage : 0 - 300V / 0 - 600V - - - - - -

Ouput Frequency : 45.0 - 1000 Hz - - - - - -

Low Range Meter *5 - - - - - -
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*1 RS232, GPIB, PLC Remote I / P (Test, Reset, M1 - M7) interface only can one for option               
*2 Pass, Fail, Test - in Process for 61000, 6600 & 6700 Series                             
*3 The accuracy improves to ± 0.1 referenced to the power source internal voltmeter               
*4 At working voltage 110V / 220V for 61000 Series & 6600 series. At working voltage 120V / 240V for 6700 series 
*5 High measurement resolution 0.1mA / 0.01W for 6705 & 6710 



10AC Power Source Catalogue

選購指南 Selection Guide

MODEL 6620 6640 6705 6710 6720 6730 6740

Capacity 2KVA 4KVA 500VA 1KVA 2KVA 3KVA 4KVA

INPUT

Phase 1Ø 1Ø 

Voltage, VAC 220 220 115 / 230 115 / 230 230 230 230

Max. Current, Arms 20 40 16 / 8 30 / 16 30 50 60

OUTPUT

Phase 1Ø 1Ø

Voltage, VAC 0 - 150 / 0 - 300 0 - 150 / 0 - 300

Frequency, HZ 40 - 500 45 - 500

Max. Current, Arms *4 18.4 / 9.2 36.8 / 18.4 4.2 / 2.1 8.4 / 4.2 16.8 / 8.4 25.2 / 12.6 33.6 / 16.8

Max. Current, Apeak ( < 1000 mS) 55.2 / 27.6 110.4 / 55.2 16.8 / 8.4 33.6 / 16.8 67.2 / 33.6 100.8 / 50.4 134.4 / 67.2

FEATURES

Linear Type (Transistor Amplifier) - - YES YES YES YES YES

Switching Type (IGBT / PWM) YES YES - - - - -

Programmable YES YES YES YES YES YES YES

Memory
50 memories, 9 steps per each memory 

(V, F, Arms-HI / Arms-LO, Apeak-HI / Apeak-
LO, P-HI / P-LO, PF-HI / PF-LO, Time)

50 memories, 9 steps per each memory 
(V, F, Arms-HI / Arms-LO, Apeak-HI / Apeak-LO, P-HI /  

P-LO, PF-HI / PF-LO, Time)

GPIB Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION OPTION

USB & RS232  Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION OPTION

PLC Remote I / P Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION OPTION

PLC Remote O / P Signal *2 YES YES YES YES YES YES YES

Numeric Key YES YES YES YES YES YES YES

Rotary Knob YES YES YES YES YES YES YES

Up/Down Key - - - - - - -

Input PFC (> 0.97) - - - - - - -

Auto Voltage Adjust *3 YES YES YES YES YES YES YES

Sync. Output Signal YES YES YES YES YES YES YES

Turn On Phase Angle Control YES YES YES YES YES YES YES

Turn Off Phase Angle Control YES YES YES YES YES YES YES

Over Current Fold Back Mode YES YES YES YES YES YES YES

Temperature Control Fan Speed YES Linear Fan Speed YES YES YES YES YES

Loop Cycle Test YES YES YES YES YES YES YES

Display V, F, Arms, Apeak, P, PF (Graphic LCD 240 X 64) V, F, Arms, Apeak, P, PF (Graphic LCD 240 X 64)

PROTECTION

Over Current YES YES YES YES YES YES YES

Short Circuit YES YES YES YES YES YES YES

Over Temperature YES YES YES YES YES YES YES

Over Voltage YES YES YES YES YES YES YES

Over Power YES YES - - - - -

OTHERS

DC Output : 0 - 200V / 0 - 400V OPTION OPTION - - - - -

Output Voltage : 0 - 300V / 0 - 600V - - OPTION OPTION OPTION OPTION OPTION

Ouput Frequency : 45.0 - 1000 Hz - - OPTION OPTION OPTION OPTION OPTION

Low Range Meter *5 - - OPTION OPTION - - -

PAGE  20 20 23 23 23 23 23



11 AC Power Source Catalogue

選購指南 Selection Guide

MODEL 6805 6810 6820 6830 6840 6905 6910 6920 6940

Capacity 500VA 1KVA 2KVA 3KVA 4KVA 500VA 1KVA 2KVA 4KVA

INPUT

Phase 1Ø 1Ø

Voltage, VAC 115 / 230 115 / 230 230 230 230 110 / 220 110 / 220 220 220

Max. Current, Arms 16 / 8 30 / 16 30 50 60 10 / 5 20 / 10 20 40

OUTPUT

Phase 1Ø 1Ø

Voltage, VAC 0 - 150 / 0 - 300 0 - 150 / 0 - 300

Frequency, HZ 45 - 500 40 - 450

Max. Current, Arms *4 4.2 / 2.1 8.4 / 4.2 16.8 / 8.4 25.2 / 12.6 33.6 / 16.8 4.6 / 2.3 9.2 / 4.6 18.4 / 9.2 36.8 / 18.4

Max. Current, Apeak ( < 1000 mS) - - - - - - - - -

FEATURES

Linear Type (Transistor Amplifier) YES YES YES YES YES - - - -

Switching Type (IGBT / PWM) - - - - - YES YES YES YES

Programmable - - - - - - - - -

Memory M1 - M7 (V, F, A-HI setting parameters) M1 - M3 (V, F, A-HI setting parameters)

GPIB Interface *1 - - - - - - - - -

USB & RS232  Interface *1 - - - - - - - - -

PLC Remote I / P Interface *1 OPTION OPTION OPTION OPTION OPTION - - - -

PLC Remote O / P Signal *2 YES YES YES YES YES - - - -

Numeric Key - - - - - - - - -

Rotary Knob - - - - - - - - -

Up/Down Key YES YES YES YES YES YES YES YES YES

Input PFC (> 0.97) - - - - - - - - -

Auto Voltage Adjust *3 YES YES YES YES YES YES YES YES YES

Sync. Output Signal - - - - - - - - -

Turn On Phase Angle Control - - - - - - - - -

Turn Off Phase Angle Control - - - - - - - - -

Over Current Fold Back Mode YES YES YES YES YES YES YES YES YES

Temperature Control Fan Speed YES YES YES YES YES YES YES YES YES

Loop Cycle Test - - - - - - - - -

Display V, F, A, P / PF (Green LED Module X 4) V, F, Arms, Apeak, P / PF (Red LED Module X 4)

PROTECTION

Over Current YES YES YES YES YES YES YES YES YES

Short Circuit YES YES YES YES YES YES YES YES YES

Over Temperature YES YES YES YES YES YES YES YES YES

Over Voltage YES YES YES YES YES YES YES YES YES

Over Power - - - - - YES YES YES YES

OTHERS

DC Output : 0 - 200V / 0 - 400V - - - - - OPTION OPTION OPTION OPTION

Output Voltage : 0 - 300V / 0 - 600V OPTION OPTION OPTION OPTION OPTION - - - -

Ouput Frequency : 45.0 - 1000 Hz OPTION OPTION OPTION OPTION OPTION - - - -

Low Range Meter *5 OPTION OPTION - - - OPTION OPTION OPTION -
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*1 Test, Reset, M1 - M7 for 6800 Series              
*2 Fail, Test - in Process for 6800 Series        
*3 The accuracy improves to ± 0.1 referenced to the power source internal voltmeter               
*4 At working voltage 120V / 240V for 6800 series.  At working voltage 110V / 220V for 6900 series
*5 High measurement resolution 0.1mA / 0.01W for 6808, 6810
     High measurement resolution 1mA / 0.1W for 6905, 6910 & 6920



12AC Power Source Catalogue

選購指南 Selection Guide

MODEL 6303 6306 6309 6315 6330 6360 6390 63120 63150 63180

Capacity 3KVA 6KVA 9KVA 15KVA 30KVA 60KVA 90KVA 120KVA 150KVA 180KVA

INPUT

Phase 1Ø 3Ø / 4W

Voltage, VAC 230 230 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380

Max. Current, Arms 30 55 25 40 75 150 230 300 375 450

OUTPUT

Phase 3Ø / 4W

Voltage, VAC 0 - 150 / 0 - 300

Frequency, HZ 47 - 63

Max. Current, Arms *5 8.4 / 4.2 16.8 / 8.4 25.2 / 12.6 42.0 / 21.0 84.0 / 42.0 168.0 / 84.0 252.0 / 126.0 336.0 / 168.0 420.0 / 210.0 504.0 / 252.0

Max. Current, Apeak ( < 1000 mS) 25.2 / 12.6 50.4 / 25.2 75.6 / 37.8 126 / 63.0 252 / 126 504 / 252 756 / 378 1008 / 504 1260 / 630 1512 - 756

FEATURES

Linear Type (Transistor Amplifier) - - - - - - - - - -

Switching Type (IGBT / PWM) YES YES YES YES YES YES YES YES YES YES

Programmable YES YES YES YES YES YES YES YES YES YES

Memory
8 memories, 5 steps per each memory 

(V, F, A-HI / A-LO, P-HI / P-LO, PF-HI / PF-LO, Time)

GPIB Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION

USB & RS232  Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION

PLC Remote I / P Interface YES YES YES YES YES YES YES YES YES YES

PLC Remote O / P Signal *4 - - - - - - - - - -

Numeric Key - - - - - - - - - -

Rotary Knob - - - - - - - - - -

Up/Down Key YES YES YES YES YES YES YES YES YES YES

Input PFC (> 0.95) *3 - - YES YES YES YES YES YES YES YES

Auto Voltage Adjust *2 YES YES YES YES YES YES YES YES YES YES

Sync. Output Signal - - - - - - - - - -

Turn On Phase Angle Control - - - - - - - - - -

Turn Off Phase Angle Control - - - - - - - - - -

Over Current Fold Back Mode YES YES YES YES YES YES YES YES YES YES

Temperature Control Fan Speed - - - - - - - - - -

Loop Cycle Test YES YES YES YES YES YES YES YES YES YES

Display R-phase, S-phase, T-phase, Σ：V, F, A, P / PF / Time / Program-Step (Red LED Module X 4)

PROTECTION

Over Current YES YES YES YES YES YES YES YES YES YES

Short Circuit YES YES YES YES YES YES YES YES YES YES

Over Temperature YES YES YES YES YES YES YES YES YES YES

Over Voltage YES YES YES YES YES YES YES YES YES YES

Over Power - - - - - - - - - -

OTHERS

Output Voltage : 0 - 300V / 0 - 600V OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION

Ouput Frequency : 45.0 - 500.0 Hz *6 OPTION OPTION OPTION OPTION OPTION - - - - -

Low Range Meter - - - - - - - - - -

PAGE  32 32 32 32 32 32 32 32 32 32

*1 RS232, GPIB interface only can one for option      
*2 Provides for exceptional accuracy of the AC output Voltage. When enabled, accuracy improves to ±  0.1 referenced to the power source internal voltmeter      
*3 Input PFC (> 0.95) for three phases input only      
*4 Test - in Process signal only      
*5 At working voltage 120V / 240V       
*6 Replace 47 - 63Hz for optional



13 AC Power Source Catalogue

選購指南 Selection Guide

MODEL 6403 6405 6410 6420 6430 6440 6460

Capacity 3KVA 5KVA 10KVA 20KVA 30KVA 40KVA 60KVA

INPUT

Phase 1Ø 3Ø / 4W

Voltage, VAC 230 230 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380

Max. Current, Arms 30 45 25 50 75 100 150

OUTPUT

Phase 1Ø

Voltage, VAC 0 - 150 / 0 - 300

Frequency, HZ 47 - 63

Max. Current, Arms *5 25.2 / 12.6 42.0 / 21.0 84.0 / 42.0 168.0 / 84.0 252.0 / 126.0 336.0 / 168.0 504.0 / 252.0

Max. Current, Apeak ( < 1000 mS) 75.6 / 37.8 126 / 63 252 / 126 504 / 252 756 / 378 1008 / 504 1512 / 756

FEATURES

Linear Type (Transistor Amplifier) - - - - - - -

Switching Type (IGBT / PWM) YES YES YES YES YES YES YES

Programmable - - - - - - -

Memory M1 - M3 (V, F, A-HI setting parameters)

GPIB Interface *1 - - - - - - -

USB & RS232  Interface *1 - - - - - - -

PLC Remote I / P Interface YES YES YES YES YES YES YES

PLC Remote O / P Signal *4 - - - - - - -

Numeric Key - - - - - - -

Rotary Knob - - - - - - -

Up/Down Key YES YES YES YES YES YES YES

Input PFC (> 0.95) *3 - - YES YES YES YES YES

Auto Voltage Adjust *2 YES YES YES YES YES YES YES

Sync. Output Signal - - - - - - -

Turn On Phase Angle Control - - - - - - -

Turn Off Phase Angle Control - - - - - - -

Over Current Fold Back Mode YES YES YES YES YES YES YES

Temperature Control Fan Speed - - - - - - -

Loop Cycle Test - - - - - - -

Display V, F, A, P / PF (Red LED Module X 4)

PROTECTION

Over Current YES YES YES YES YES YES YES

Short Circuit YES YES YES YES YES YES YES

Over Temperature YES YES YES YES YES YES YES

Over Voltage YES YES YES YES YES YES YES

Over Power - - - - - - -

OTHERS

Output Voltage : 0 - 300V / 0 - 600V OPTION OPTION OPTION OPTION OPTION OPTION OPTION

Ouput Frequency : 400 Hz *6 OPTION OPTION OPTION OPTION OPTION OPTION OPTION

Ouput Frequency : 45.0 - 500.0 Hz *6 OPTION OPTION OPTION - - - -

Low Range Meter - - - - - - -
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*1 RS232, GPIB interface only can one for option          
*2 Provides for exceptional accuracy of the AC output Voltage. When enabled, accuracy improves to ± 0.1 referenced to the power source internal voltmeter          
*3 Input PFC (> 0.95) for three phase input only          
*4 Test - in Process signal only          
*5 At working voltage 120V / 240V
*6 Replace 47 - 63Hz for optional
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選購指南 Selection Guide

MODEL 6503 6505 6510 6520 6530 6540 6560

Capacity 3KVA 5KVA 10KVA 20KVA 30KVA 40KVA 60KVA

INPUT

Phase 1Ø 3Ø / 4W

Voltage, VAC 230 230 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380

Max. Current, Arms 30 45 25 50 75 100 100

OUTPUT

Phase 1Ø

Voltage, VAC 0 - 150 / 0 - 300

Frequency, HZ 47 - 63

Max. Current, Arms *5 25.2 / 12.6 42.0 / 21.0 84.0 / 42.0 168.0 / 84.0 252.0 / 126.0 336.0 / 168.0 504.0 / 252.0

Max. Current, Apeak ( < 1000 mS) 75.6 / 37.8 126 / 63 252 / 126 504 / 252 756 / 378 1008 / 504 1512 / 756

FEATURES

Linear Type (Transistor Amplifier) - - - - - - -

Switching Type (IGBT / PWM) YES YES YES YES YES YES YES

Programmable YES YES YES YES YES YES YES

Memory
8 memories, 5 steps per each memory 

(V, F, A-HI / A-LO, P-HI / P-LO, PF-HI / PF-LO, Time)

GPIB Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION OPTION

USB & RS232  Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION OPTION

PLC Remote I / P Interface YES YES YES YES YES YES YES

PLC Remote O / P Signal *4 - - - - - - -

Numeric Key - - - - - - -

Rotary Knob - - - - - - -

Up/Down Key YES YES YES YES YES YES YES

Input PFC (> 0.95) *3 - - YES YES YES YES YES

Auto Voltage Adjust *2 YES YES YES YES YES YES YES

Sync. Output Signal - - - - - - -

Turn On Phase Angle Control - - - - - - -

Turn Off Phase Angle Control - - - - - - -

Over Current Fold Back Mode YES YES YES YES YES YES YES

Temperature Control Fan Speed - - - - - - -

Loop Cycle Test YES YES YES YES YES YES YES

Display V, F, A, P / PF / Time / Program-Step (Red LED Module X 4)

PROTECTION

Over Current YES YES YES YES YES YES YES

Short Circuit YES YES YES YES YES YES YES

Over Temperature YES YES YES YES YES YES YES

Over Voltage YES YES YES YES YES YES YES

Over Power - - - - - - -

OTHERS

Output Voltage : 0 - 300V / 0 - 600V OPTION OPTION OPTION OPTION OPTION OPTION OPTION

Ouput Frequency : 45.0 - 500.0 Hz *6 OPTION OPTION OPTION - - - -

Low Range Meter - - - - - - -
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*1 RS232, GPIB interface only can one for option       
*2 Provides for exceptional accuracy of the AC output Voltage. When enabled, accuracy improves to ± 0.1 referenced to the power source internal voltmeter      
*3 Input PFC (> 0.95) for three phase input only       
*4 Test - in Process signal only       
*5 At working voltage 120V / 240V        
*6 Replace 47 - 63Hz for optional
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選購指南 Selection Guide

MODEL 6315A New 6330A New 6360A New 6390A New 63120A New 6510A New 6520A New 6530A New 6540A New 6560A New

Capacity 15KVA 30KVA 60KVA 90KVA 120KVA 10KVA 20KVA 30KVA 40KVA 60KVA

INPUT

Phase 3Ø / 4W 3Ø / 4W

Voltage, VAC 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380 220 / 380

Max. Current, Arms 40 75 150 230 300 25 50 75 100 100

OUTPUT

Phase 3Ø / 4W 1Ø

Voltage, VAC 0 - 150 / 0 - 300 0 - 150 / 0 - 300

Frequency, HZ 360 - 440 360 - 440

Max. Current, Arms *5 42.0 / 21.0 84.0 / 42.0 168.0 / 84.0 252.0 / 126.0 336.0 / 168.0 84.0 / 42.0 168.0 / 84.0 252.0 / 126.0 336.0 / 168.0 504.0 / 252.0

Max. Current, Apeak 
(< 1000 mS)

126 / 63.0 252 / 126 504 / 252 756 / 378 1008 / 504 252 / 126 504 / 252 756 / 378 1008 / 504 1512 / 756

FEATURES

Linear Type (Transistor Amplifier) - - - - - - - - - -

Switching Type (IGBT / PWM) YES YES YES YES YES YES YES YES YES YES

Programmable YES YES YES YES YES YES YES YES YES YES

Memory
8 memories, 5 steps per each memory 

(V, F, A-HI / A-LO, P-HI / P-LO, PF-HI / PF-LO, Time)
8 memories, 5 steps per each memory 

(V, F, A-HI / A-LO, P-HI / P-LO, PF-HI / PF-LO, Time)

GPIB Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION

USB & RS232  Interface *1 OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION

PLC Remote I / P Interface YES YES YES YES YES YES YES YES YES YES

PLC Remote O / P Signal *4 - - - - - - - - - -

Numeric Key - - - - - - - - - -

Rotary Knob - - - - - - - - - -

Up/Down Key YES YES YES YES YES YES YES YES YES YES

Input PFC (> 0.95) *3 YES YES YES YES YES YES YES YES YES YES

Auto Voltage Adjust *2 YES YES YES YES YES YES YES YES YES YES

Sync. Output Signal - - - - - - - - - -

Turn On Phase Angle Control - - - - - - - - - -

Turn Off Phase Angle Control - - - - - - - - - -

Over Current Fold Back Mode YES YES YES YES YES YES YES YES YES YES

Temperature Control Fan Speed - - - - - - - - - -

Loop Cycle Test YES YES YES YES YES YES YES YES YES YES

Display
R-phase, S-phase, T-phase, 

Σ: V, F, A, P / PF / Time / Program-Step (Red LED Module X 4)
V, F, A, P / PF / Time / Program - Step (Red LED Module X 4)

PROTECTION

Over Current YES YES YES YES YES YES YES YES YES YES

Short Circuit YES YES YES YES YES YES YES YES YES YES

Over Temperature YES YES YES YES YES YES YES YES YES YES

Over Voltage YES YES YES YES YES YES YES YES YES YES

Over Power - - - - - - - - - -

OTHERS

Output Voltage : 0 - 300V / 0 - 600V OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION

Ouput Frequency : 760 - 840 Hz OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION OPTION
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*1 RS232, GPIB interface only can one for option      
*2 Provides for exceptional accuracy of the AC output Voltage. When enabled, accuracy improves to ±  0.1 referenced to the power source internal voltmeter      
*3 Input PFC (> 0.95) for three phase input only      
*4 Test - in Process signal only      
*5 At working voltage 120V / 240V       
*6 Replace 47 - 63Hz for optional
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61000

•   輸出容量 : 1KVA - 6KVA
•   內建主動式輸入功率因數改善線路 (PF ≥ 0.97)，且輸入電壓全範圍 90 - 264V，符合CE認證
•   可多台電源並聯或接成三相輸出，滿足客戶容量擴充或三相輸出的應用 (選配Linking Card) 全範圍可調輸出        
•   電壓及頻率設定範圍 (0 - 300V，40 -1000HZ)
•   大型的 240 X 64 Graphic LCD 顯示器
•   在阻性負載下波形失真小於 1%
•   超強輸出波峰因數比，於滿電流的輸出狀態下可達 3 : 1
•   暫態反應快，在瞬間加重載或除載時波形可於 400µsec 內恢復
•   全範圍輸出電壓的穩壓率可達 0.5%
•   可程式 50 個記憶組；內含 9 測試步驟，記憶組及步驟可單獨設定迴圈，記憶組間亦可連結測試以模擬各種負載的電源特性
•   可執行自動循環測試，最高可執行 999900 次
•   針對被測物的壽命試驗，可依需求設定以秒、分、時為測試執行時間單位
•   特殊的恆流裝置，可輕易啟動馬達、壓縮機等高啟動電流之負載
•   高啟動負載能力，浪湧電流可達額定電流的 4 倍，並可維持1000mS不切斷保護
•   可設定當加載電流超過上限電流設定值時；維持設定值電流恆定輸出 (反應時間 < 1400mSec)
•   選配遠端遙控輸入界面，可執行 Test / Reset 及 7 組記憶組 (M1 - M7) 快速輸出
•   內建PLC遙控輸出界面
•   輸出過電流、短路、過電壓、過功率、過溫度及逆灌電流保護及警報
•   前面板輸入軟體校正
•   針對IEC61000 - 4 - 11標準的應用，可設定啟始角，電壓暫降 (Dips)，瞬斷及電壓變化
•   測試中可以透過飛梭旋紐 (Rotary Knob) 即時的調整顯示中的電壓 / 頻率輸出
•   可選購GPIB，及RS232 & USB界面
•   具有交流 (AC)、直流 (DC) 可程式輸出模式，一台抵兩台滿足客戶的測試應用
•   可量測電壓、頻率、電流 (RMS&Peak)、實功率、視在功率、虛功率、電流波峰及功率因數
•   具有密碼鎖定，記憶組鎖定，及鍵盤鎖定功能

•   Capacity : 1KVA - 6KVA
•   Built - in input active Power Factor Correction circuit (PF > 0.97), and be provided with large input voltage range 90 - 264V
•   Enhanced ability to parallel or link with several units to expand capacity or form three phases output
•   Adjustable AC output voltage 0 - 300V / frequency 40 - 1000HZ
•   Large 240 X 64 Graphic LCD display
•   Waveform distortion less than 1% on resistance load
•   Enhanced crest factor. The rate is up to 3 : 1 at rating current output
•   Fast recovering time, 0.4 milliseconds
•   Line and load regulation maintains the output voltage within 0.5% of setting
•   Programmable 50 memories and 9 steps per memory, for interconnection between each step to simulate different test conditions          
    of the DUT
•   Auto loop cycle, up to 999900 cycles
•   For Aging or Life test on DUT, the user able to change the timer either in second, minute or hour
•   Unique regulation function in providing capability to turn on high inrush current loads such as motors and compressors
•   Capable to withstand inrush current up to 4 times of rated current and able to maintain 1000ms without protection
•   Over Current Fold Back Mode (Response time < 1400mSec)
•   Optional PLC remote interface control, including TEST / RESET and recall 7 memories quick output
•   Built - in PLC remote output interface
•   Protections and alerts for over current, short circuit, over voltage, over power, over temperature and reverse current
•   Front panel software calibration
•   Capable to set the starting angle, voltage dips, short interruptions and voltage variations to meet test application of IEC61000 - 4 - 11
•   Adjust voltage / frequency setting via Rotary Knob when output is turn ON
•   Optional GPIB, RS232 & USB interface
•   AC and DC output selection to fulfill the test application needs in several power modes
•   Comprehensive measurement of V, Irms, Ipk, W, VA, VAR, PF, CF of current etc.
•   Memory and keypad lock functions with password setting

系列 模組化可程式交流電源供應器
Modular Programmable AC Power Source

NewNew



17 AC Power Source Catalogue

MODEL 61010 61020 61040 61060

INPUT

Phase 1Ø 1Ø or 3Ø

Voltage 100V - 240V ± 10% 200V - 240V ± 10%

1Ø / 3Ø3W : 
200V - 240V ± 10% 

3Ø4W :  
346V - 416V ± 10%

Frequency 47 - 63Hz 

Max. Current 15 30 30
1Ø : 45A 

3Ø3W : 26A 
3Ø4W : 15A

Power Factor 0.97

AC OUTPUT

Max Power 1000VA 2000VA 4000VA 6000VA

Max Current 1Ø 
(r.m.s)*1

0 - 150V 9.2 A 18.4 A 36.8 A 55.2 A

0 - 300V 4.6 A 9.2 A 18.4 A 27.6A

Inrush Current (peak) 
0 - 150V 36.8A 73.6A 147.2A 220.8A

0 - 300V 18.4A 36.8A 73.6A 110.4A

Phase 1Ø, (Linking Option 1Ø3W or 3Ø4W Poly - Phase)

Total Harmonic Distortion (THD)

 < 0.5% (Resistive Load) at 40.0 - 70.0Hz and output voltage within the 80 - 140Vac at 
Low Range or the 160 - 280Vac at High Range

< 1% (Resistive Load) at 70.1 - 500Hz and output voltage within the 80 - 140Vac at 
Low Range or the 160 - 280Vac at High Range

< 1% (Resistive Load) at 501 - 1000Hz and output voltage within the 100 - 140Vac 
at Low Range or the 160 - 280Vac at High Range

Crest Factor ≥ 3

Line Regulation ± 0.1 V

Load Regulation ± (1% of output +1V) at Resistive Load 

Response Time < 400 µsec

SETTINGS

Voltage

Range 5 - 300V, 150 / 300V Auto Range

Resolution 0.1 V

Accuracy ± (1% of setting + 2counts)  ± (1% of setting + 5counts) 

Frequency

Range 40 - 1000Hz Full Range Adjust

Resolution 0.1Hz at 40.0 - 99.9Hz, 1Hz at 100 - 1000Hz

Accuracy ± 0.03% of setting

Starting & Ending 
Phase Angle

Range 0 - 359º 

Resolution 1º 

Accuracy ± 1º (45 - 65Hz)

DC OUTPUT

Max Power 1000W 2000W 4000W 6000W

Max Current
0 - 210V 4.8A 9.6A 19.2A 28.8A

0 - 420V 2.4A 4.8A 9.6A 14.4A

Ripple & Noise (rms) Range
L < 500mV  < 700mV

H  < 800mV < 1100mV

Ripple & Noise (p - p) < 3.0Vp - p < 4.0Vp - p

SETTINGS

Voltage

Range 0 - 210V / 0 - 420V Selectable 0 - 210V / 0 - 420V Selectable > 5V 

Resolution 0.1 V

Accuracy
± (1% of setting + 

2counts)
± (1% of setting + 5counts) 

61000系列 模組化可程式交流電源供應器
Modular Programmable AC Power Source

NewNew
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MODEL 61010 61020 61040 61060

Current Hi Limit (OC 
Fold = OFF) 
OC Fold Back (OC 
Fold = ON)

Range
L 0.01 - 4.80A 0.01 - 9.60A 0.10 - 19.20A 0.10 - 28.80A

H 0.01 - 2.40A 0.01 - 4.80A 0.10 - 9.60A 0.10 - 14.40A

Resolution 0.01 Amps

Accuracy  ± (2.0% of setting + 2counts)

MEASUREMENT

Voltage

Range 0 - 210V / 0 - 420V 0 - 210V / 0 - 420V Selectable > 5V 

Resolution 0.1 V

Accuracy ± (1% of reading + 2counts) ± (1% of reading + 5counts) > 5V

Frequency

Range 0.0 - 1000 Hz 

Resolution 0.1 Hz 

Accuracy ± 0.1Hz (501 - 1000Hz Accuracy ± 0.2Hz)

Current (AC & DC)

Range
L 0.005 A - 1.200 A 0.005 A - 2.400 A  - -

H 1.00 A - 13.00 A 2.00 A - 26.00 A 0.05 A - 52.00 A 0.05 A - 78.00 A

Resolution
L 0.001 A  - -

H 0.01 A

Accuracy
L ± (1% of reading + 5counts)

H ± (1% of reading + 5counts)

Current Peak

Range 0.0A - 38.0 A 0.0 A - 76.0 A 0.0 A - 152.0 A 0.0 A - 228.0A

Resolution 0.1 A

Accuracy ± (1% of reading + 5counts)

Power (AC)

Range
L 0.0 W - 120 W 0.0 W - 240 W  - -

H 100 W - 1300 W 200 W - 2600 W 0 W - 5200 W 0 W - 7800 W

Resolution L 0.1 W  - -

H 1 W

Accuracy

L ± (2% of reading + 15counts ) at PF > 0.2 -

H
± (2% of reading + 

5counts)  
at PF > 0.2

± (2% of reading + 10counts ) at PF > 0.2

Power (DC)

Range
L 0.0 W - 120 W 0.0 W - 240 W  - -

H 100 W - 1300 W 200 W - 2600 W 0 W - 5200 W 0 W - 7800 W

Resolution
L 0.1 W  - -

H 1 W

Accuracy
L ± (2% of reading + 5counts)

H ± (2% of reading + 5counts)

Power Apparent (VA)

Range
L 0.0VA - 120.0VA 0.0VA - 240.0VA  - -

H 100VA - 1300VA 200VA - 2600VA 0VA - 5200VA 0VA - 7800VA

Resolution
L 0.1VA  - -

H 1VA

Accuracy  V x A, Calculated value

Power Resistive (Q) 

Range
L 0.0VAR - 120.0VAR 0.0VAR - 240.0VAR  - -

H 0VAR - 1300VAR 0VAR - 2600VAR 0VAR - 5200VAR 0VAR - 7800VAR

Resolution
L 0.1VAR  - -

H 1VAR

Accuracy , Calculated value

Power Factor

Range 0.000 - 1.000

Resolution 0.001

Accuracy W / VA, Calculated and displayed to three significant digits

Crest Factor

Range 0 - 10.00

Resolution 0.01

Accuracy Apeak / Arms, Calculated and displayed to two significant digits

系列 模組化可程式交流電源供應器
Modular Programmable AC Power Source

61000 NewNew
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• 61010  Modular Programmable AC Power Source 0 - 300V / 40 - 1000Hz (1000VA)		

• 61020  Modular Programmable AC Power Source 0 - 300V / 40 - 1000Hz (2000VA)		

• 61040  Modular Programmable AC Power Source 0 - 300V / 40 - 1000Hz (4000VA)		

• 61060  Modular Programmable AC Power Source 0 - 300V / 40 - 1000Hz (6000VA)		

• Opt.612 PLC Remote I/P Interface				  

• Opt.627 GPIB Interface Card				  

• Opt.642 Parallel & Multiphase Linking Card				  

• Opt.643  USB & RS232 PC Control Card				  

• Opt.647 Ethernet Card				  

• 1937 Universal Socket				  

• 1937Y Universal Socket for China				  

61000系列 模組化可程式交流電源供應器
Modular Programmable AC Power Source

MODEL 61010 61020 61040 61060

GENERAL

Transient (only for 40 - 70Hz)

Trans - Volt : 0.0 - 300.0V, Resolution : 0.1V 
Trans - Site : 0.0 - 25.0mS, Resolution : 0.1mS 

Trans - Time : 0.5 - 999.9mS, Resolution : 0.1mS 
Trans - Cycle : 0 - 9999, 0 - Constant

Inrush Current 4 times current rating

Enhanced Over Load Capacity Over current 110% can hold for 1000 ms without protection

Operation Key Feature Soft key, Numeric key, Rotary Knob

Remote Input  Signal (Option) Test, Reset, Recall program memory 1 through 7

Remote Output Signal Pass, Fail, Test - in - Process

Calibration Front Panel Calibration

Key Lock Yes, Password Driven

Synch Output Signal ON / Event / OFF, Output Signal 5V, BNC type

Alarm Volume Setting Range : 0 - 9 ; 0 = OFF, 1 is softest volume, 9 is loudest volume

Graphic Display 240 x 64 dot resolution Monographic LCD / Contrast 9 Levels 1 - 9

Interface (Option) Ethernet, USB / RS232, GPIB, Linking Card, PLC Remote Input Card

Protection Circuits OCP, OVP, OPP, OTP, RCP (Over Current, Over Voltage, Over Power, Over Temp)

Fan Temperature Control

Rear Output Terminal Block (L, N, G, Ls, Ns)

Rack mount Handles Yes

PFC PF ≥ 0.97 at Full load

Effieciency ≥ 75% (at Full load) ≥ 80% (at Full load)

Auto loop cycle 0 = Continuous, OFF, 2 - 9999

Over Current Fold Back 
On / Off, Setting On when output current over setting Hi - A value it will fold back 

output voltage to keep constant output current is setting Hi - A value

CE Mark Yes

Parallel Output for 1Ø Output Yes

Linking Output for 3Ø Output Yes

Operation Environment 0 - 40ºC / 20 - 80% RH

Dimension, mm*2

W 430 430 430 430

H 133.5 (148) 133.5 (148) 267 (281) 400.5 (473)

D 530 530 500 500

Net Weight 20kg 21kg 40kg 53kg

*1 At working voltage 110V / 220V						                            Product specifications are subject to change without notice.	
*2 Figure in parentheses are maximum values		

NewNew
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系列 可程式交流電源供應器
Programmable AC Power Source

6600

•   輸出容量 : 500VA - 4KVA 

•   使用先進的高頻電源技術設計，效率高達 80% 

•   直接耦合輸出技術，體積小重量輕；4KVA 高度只有 22.2cm / 重 65kg 

•   大型的 240 X 64 Graphic LCD 顯示器，可同時顯示電壓、頻率、電流 (有效值 / 峰值)、功率、功率因數、時間 

•   超強輸出波峰因數比，於滿電流的輸出狀態下可達 3 : 1 

•   可程式 50 個記憶組；內含 9 測試步驟，記憶組及步驟可單獨設定迴圈，記憶組間亦可連結測試以模擬各種負載的電

  源特性 

•   針對被測物的壽命試驗，可依需求設定以秒、分、時為測試執行時間單位 

•   特殊的恆流裝置，可輕易啟動馬達、壓縮機等高啟動電流之負載 

•   高啟動負載能力，浪湧電流可達額定電流的 4 倍，並可維持 1000mS 不切斷保護 

•   選購遠端遙控輸入界面，可執行 Test / Reset 及 7 組記憶組 (M1 - M7) 快速輸出 

•   輸出過電流、短路、過電壓、過功率及過溫度保護及警報 

•   可編程設計 : 可以設定輸出啟始角度、結束角度及模擬突波 (Surge)、下陷波 (Drop) 

•   測試中可以透過飛梭旋紐 (Rotary Knob) 即時的調整顯示中的電壓 / 頻率輸出 

•   可選購 GPIB及USB & RS232 界面 

•   選購直流輸出 0 - 400V 功能

•   Capacity : 500VA - 4KVA 

•   Utilize advance PWM technology with switching amplifier design, the efficiency up to at least 80% 

•   Adopt direct couple output technology, compact in size and light weight. As small as 22.2cm height and 

    65kG weight for capacity of 4KVA 

•   Large 240 X 64 Graphic LCD display for readouts of V, F, Arms, Apeak, P, PF and Time 

•   Enhanced crest factor. The rate is up to 3:1 at rating current output 

•   Programmable 50 memories and 9 steps per memory, for interconnection between each step to simulate 

    different test conditions of the DUT 

•   For Aging or Life test on DUT, the user able to change the timer either in second, minute or hour 

•   Unique regulation function in providing capability to turn on high inrush current loads such as motors and 

    compressors 

•   Capable to withstand inrush current up to 4 times of rated current and able to maintain 1000ms without 

    protection 

•   Optional PLC remote interface control, including TEST / RESET and recall 7 memories quick output 

•   Protections and alerts for over current, short circuit, over voltage, over power and over temperature 

•   Programmable design : Capable to set the starting and ending angle, Surge, Drop cycle 

•   Adjust voltage / frequency setting via Rotary Knob when output is turn ON 

•   Optional GPIB, USB & RS232 interface 

•   Optional DC output 0 - 400V
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6600 系列 可程式交流電源供應器
Programmable AC Power Source

MODEL 6605 6610 6620 6640
INPUT

Phase 1Ø

Voltage 110 / 220Vac ± 10% 220 ± 10%

Frequency 47 - 63Hz

Max. Current 10A / 5A 20A / 10A 20A 40A

Power Factor 0.7

AC OUTPUT

Max. Power 500VA 1000VA 2000VA 4000VA

Max. Current (r.m.s)*1
0 - 150V 4.6A 9.2A 18.4A 36.8A 

0 - 300V 2.3A 4.6A 9.2A 18.4A

Max Current (peak)
0 - 150V 13.8A 27.6A 55.2A 110.4A

0 - 300V 6.9A 13.8A 27.6A 55.2A

Phase 1Ø / 2W

Total Harmonic Distortion (T.H.D) < 0.5% at 40 - 100Hz, < 1% at 101 - 500Hz (Resistive Load)

Crest Factor    ≥ 3

Line Regulation ± 0.1V

Load Regulation ± (0.5% of output + 0.5V) at Resistive Load

Response Time < 400usec

SETTINGS

Voltage

Range 0 - 300V, 150V / 300V Auto Range

Resolution 0.1V

Accuracy ± (1% of  setting + 2counts) ± (1% of setting + 5counts)

Frequency

Range 40 - 500Hz Full Range Adjust

Resolution 0.1Hz at 40.0 - 99.9Hz, 1Hz at 100 - 500Hz

Accuracy ± 0.03% of setting

Starting& Ending 
Phase Angle

Range 0 - 360°

Resolution 1°

Accuracy ± 1° (45 - 65HZ)

DC OUTPUT (Option)

Max. Power 250W 500W 1000W 2000W

Max. Current
0 - 200V 2.3A 4.6A 9.2A 18.4A

0 - 400V 1.15A 2.3A 4.6A 9.2A

SETTINGS

Voltage

Range 0 - 200V / 0 - 400V Selectable 

Resolution 0.1V

Accuracy ± (1% of reading + 2counts)

Ripple and Noise (r.m.s) Range
L  < 250mV < 350mV

H < 400mV < 550mV

Ripple and Noise (p - p) < 2Vp - p < 3Vp - p

MEASUREMENT

Voltage (AC & DC)

Range 0.0 - 400.0V

Resolution 0.1V 

Accuracy ± (1% of  reading + 2counts) ± (1% of  reading + 5counts)

Frequency

Range 0.0 - 500.0Hz

Resolution 0.1Hz

Accuracy ± 0.1Hz

Current (r.m.s) (AC & DC)

Range
L 0.005A - 0.600A  0.005A - 1.200A 0.005A - 2.400A -

H 0.50A -  6.50A  1.00A -  13.00A   2.00A -  26.00A 0.00 - 52.00A

Resolution
L 0.001A

H 0.01A

Accuracy
L ± (1% of reading + 5counts)

H ± (1% of reading + 5counts)

Current (peak)

Range 0.0 - 19.0A 0.0 - 38.0A 0.0 - 76.0A 0.0 - 152.0A

Resolution 0.1A

Accuracy ± (1% of reading + 5counts)

Power

Range
L  0.0W - 60.0W 0.0W - 120.0W 0.0W - 240.0W -

H 50W - 650W 100W - 1300W 200W - 2600W 0 - 5200W

Resolution
L 0.1W

H 1W

Accuracy
L ± (2% of reading + 5counts) 

H ± (2% of reading + 2counts)
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系列
Programmable AC Power Source

6600 可程式交流電源供應器

MODEL 6605 6610 6620 6640

Power Factor

Range 0.000 - 1.000

Resolution 0.001

Accuracy W / VA, Calculated and displayed to three significant digits

GENERAL

Remote Input  Signal Interface (Option) Test, Reset, Recall memory 1 through 7 

Remote Output Signal Pass, Fail, Test-in Process

Memory 50 memories, 9 steps / memory

Sync Output Signal DC Level 5V

Timer 0 = Continuous, 0.5 - 999.9 (Unit : sec, minute, hour selectable)

Alarm Volume Setting Range : 0 - 9 ; 0 = OFF, 1 is softest volume, 9 is loudest volume

Graphic Display 240 x 64 dot resolution Monographic LCD / Contrast 9 Levels 1 - 9

Auto loop cycle 0 = Continuous, OFF, 2 - 9999

Over Current Fold Back 
On / Off , Setting On when output current over setting Hi - A value it will fold back output voltage to 

keep constant output current is setting Hi - A value

Efficiency ≥ 80% (at Full Load )

Protection Over Current, Short Circuit, Over Temperature, Over Voltage, Over Power, and Alarm

Calibration Front Panel Calibration

Interface (Option) GPIB, USB & RS232, PLC Remote Input Card

Operation Environment 0 - 40°C / 20-80%RH

Dimension, mm*2

W 430 430 430 430

H 89 (111.5) 89 (111.5) 89 (111.5) 223 (245.5)

D 400 400 500 500
Net Weight 16.5Kg 18.2Kg 30Kg 65Kg

*1 At working voltage 110V / 220V						           Product specifications are subject to change without notice.	
*2 Figure in parentheses are maximum values		

• 6605 Programmable AC Power Source 0 - 300V / 40 - 500Hz (500VA)				  

• 6610 Programmable AC Power Source 0 - 300V / 40 - 500Hz (1000VA)				  

• 6620 Programmable AC Power Source 0 - 300V / 40 - 500Hz (2000VA)				  

• 6640 Programmable AC Power Source 0 - 300V / 40 - 500Hz (4000VA)	 			 
• Opt.612 PLC Remote I / P Interface			 

• Opt.627 GPIB Interface card			 

• Opt.629 Input Voltage 100V / 200V for 6605 & 6610			 

• Opt.630 Input Voltage 120V / 240V for 6605 & 6610			 

• Opt.631 Input Voltage 200V for 6620 & 6640			 

• Opt.632 Input Voltage 240V for 6620 & 6640			 

• Opt.633 DC Output Function for 6605			 

• Opt.634 DC Output Function for 6610			 

• Opt.635 DC Output Function for 6620			 

• Opt.636 DC Output Function for 6640			 

• Opt.643 USB & RS232 PC Control Card			

• 1936 AC Power Source Remote Controller			 
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6700 系列 線性可程式交流電源供應器
Linear Programmable AC Power Source

•   輸出容量 : 500VA - 4KVA 

•   採用新型的線性 (Linear) 放大線路設計，低雜訊、高穩定性 

•   使用先進的高密度電源技術設計，1KVA 容量高度只有 2U (8.9cm) 

•   大型的 240 X 64 Graphic LCD 顯示器，可同時顯示電壓、頻率、電流 (有效值 / 峰值)、功率、功率因數、時間 

•   可程式 50 個記憶組；內含 9 測試步驟，記憶組及步驟可單獨設定迴圈，記憶組間亦可連結測試以模擬各種負載的電

  源特性 

•   針對被測物的壽命試驗，可依需求設定以秒、分、時為測試執行時間單位 

•   特殊的恆流裝置，可輕易啟動馬達、壓縮機等高啟動電流之負載 

•   選購遠端遙控輸入界面，可執行 Test / Reset 及 7 組記憶組 (M1 - M7) 快速輸出 

•   輸出過電流、短路、過電壓及過溫度保護及警報 

•   可編程設計；可以設定輸出啟始角度、結束角度及模擬突波 (Surge)、下陷波 (Drop) 

•   測試中可以透過飛梭旋紐 (Rotary Knob) 即時的調整顯示中的電壓 / 頻率輸出 

•   可選購 GPIB及USB & RS232 界面 

•   選購 0.1mA / 0.01W 量測解析度，可節省自行外加 Power Meter 的成本

•   Capacity : 500VA - 4KVA 

•   Linear amplifying design with low distortion and yet high stability 

•   High Sophisticated and compact design - As small as 2U (8.9cm) height for capacity of 1KVA 

•   Large 240 X 64 Graphic LCD display for readouts of V, F, Arms, Apeak, P, PF and Time 

•   Programmable 50 memories and 9 steps per memory, for interconnection between each step to simulate 

    different test conditions of the DUT 

•   For Aging or Life test on DUT, the user able to change the timer either in second, minute or hour 

•   Unique regulation function in providing capability to turn on high inrush current loads such as motors and 

    compressors 

•   Optional PLC remote interface control, including TEST / RESET and recall 7 memories quick output 

•   Protections and alerts for overload, short circuit, over voltage and over temperature 

•   Programmable design: Capable to set the starting and ending angle, Surge, Drop cycle 

•   Adjust voltage / frequency setting via Rotary Knob when output is turn ON 

•   Optional GPIB, USB & RS232 interface 

•   Optional high resolution measurement of 0.1mA / 0.01W for cost effective solution as no additional Power 

    Meter needed
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 6705 6710 6720 6730 6740

INPUT

Phase 1Ø

Voltage 115 / 230Vac ± 15% 230Vac ± 15%

Frequency 47 - 63Hz

Max. Current 16A / 8A 30A / 16A 30A 50A 60A

Power Factor 0.7

AC OUTPUT

Max. Power 500VA 1000VA 2000VA 3000VA 4000VA

Max Current (r.m.s)*1
0 - 150V 4.2A 8.4A 16.8A 25.2A 33.6A

0 - 300V 2.1A 4.2A 8.4A 12.6A 16.8A

Max Current (peak)
0 - 150V 16.8A 33.6A 67.2A 100.8A 134.4A

0 - 300V 8.4A 16.8A 33.6A 50.4A 67.2A

Option 0 - 600V

Max Current (r.m.s)*2
0 - 300V 2.1A 4.2A 8.4A 12.6A 16.8A

0 - 600V 1.05A 2.1A 4.2A 6.3A 8.4A

Max Current (peak)
0 - 300V 8.4A 16.8A 33.6A 50.4A 67.2A

0 - 600V 4.2A 8.4A 16.8A 25.2A 33.6A

Phase 1Ø / 2W

Total Harmonic Distortion (T.H.D) ≤ 0.5% at 45 - 500Hz (Resistive Load)

Crest Factor ≥ 4 

Line Regulation 0.1% max for ± 10% line change

Load Regulation ≤ 0.5% (Resistive Load)

Response Time < 100µS

SETTING

Voltage

Range 0 - 300V, 150V / 300V Auto or 0 - 600V, 300V / 600V Auto (Option 0 - 600V)

Resolution 0.1V

Accuracy ± (0.5% of setting + 2counts)

Frequency

Range 45 - 500Hz Full Range Adjust

Resolution 0.1Hz at 45 - 99.9Hz, 1Hz at 100 - 500Hz

Accuracy ± 0.02% of setting

Frequency 
(Option 45Hz - 1KHz)

Range 45 - 1000Hz

Resolution 0.1Hz at 45 - 99.9Hz, 1Hz at 100 - 1000Hz

Accuracy ± 0.02% of setting

Starting & Ending 
Phase Angle

Range 0 - 360°

Resolution 1°

Accuracy ± 1° (45 - 65HZ)

MEASUREMENT

Voltage

Range 0.0 - 300.0V / 0.0 - 600.0V 

Resolution 0.1V / 0.2V

Accuracy ± (0.5% of reading + 2counts)

Frequency

Range 0.0Hz - 1000.0Hz

Resolution 0.1Hz

Accuracy ± 0.1Hz at 45.0 - 500.0Hz / ± 0.5Hz at 501.0 - 1000.0Hz

Current (r.m.s)

Range
L 0.000 - 3.500A

H 3.00 - 35.00A

Resolution
L 0.001A

H 0.01A 

Accuracy
L ± (0.5% of reading + 5counts) for 0 - 300V / ± (0.5% of reading + 10counts) for 0 - 600V

H ± (0.5% of reading + 3counts)

Current (peak)

Range 0.0 - 200.0A

Resolution 0.1A

Accuracy ± (1% of reading + 2counts)

Power

Range
L 0.0 - 350.0W

H 300 - 4000W

Resolution
L 0.1W

H 1W

Accuracy
L ± (0.6% of reading + 5counts) for 0 - 300V / ± (0.5% of reading + 10counts) for 0 - 600V

H ± (0.6% of reading + 2counts)

Power Factor

Range 0.000 - 1.000

Resolution 0.001

Accuracy W / VA, Calculated and displayed to three significant digits

系列6700 線性可程式交流電源供應器
Linear Programmable AC Power Source



25 AC Power Source Catalogue

6700 系列 線性可程式交流電源供應器
Linear Programmable AC Power Source

MODEL 6705 6710 6720 6730 6740

Opt.623 Low Range meter Resolution  (For 6705 / 6710)

Current (r.m.s)

Range 2.0mA - 350.0mA - - -

Resolution 0.1mA - - -

Accuracy ± (0.6% of reading + 5counts) - - -

Power

Range 0.20W - 35.00W - - -

Resolution 0.01W - - -

Accuracy ± (0.6% of reading + 5counts) - - -

GENERAL

Remote Input  Signal Interface (Option) Test, Reset, Recall memory 1 through 7 

Remote Output Signal Pass, Fail, Test - in Process

Memory 50 memories, 9 steps / memory

Sync Output Signal Output Signal 10V, BNC type

Timer 0 = Continuous, 0.1 - 999.9 (Unit : sec, minute, hour selectable)

Alarm Volume Setting Range : 0 - 9 ; 0 = OFF, 1 is softest volume, 9 is loudest volume

Graphic Display 240 x 64 dot resolution Monographic LCD / Contrast 9 Levels 1 - 9

Auto loop cycle By step or memory, or system loop cycle setting. 0 = Continuous, OFF, 2 - 9999

Over Current Fold Back 
On / Off, Setting On when output current over setting A - Hi value it will fold back output voltage to 

keep constant output current is setting A - Hi value

Efficiency ≥ 40% (at Full Load )

Protection Over Current, Short Circuit, Over Temperature, Over Voltage, and Alarm

Calibration Front Panel Calibration

Interface (Option) GPIB, USB & RS232, PLC Remote Input Card

Operation Environment 0 - 40ºC / 20 - 80%RH

Dimension, mm*3

W 430 430 430 430 430

H 89 (111.5) 89 (111.5) 268 (352) 624 (708) 624 (708)

D 400 560 (588) 650 (730) 650 (730) 650 (730)

Weight 25Kg 38Kg 90Kg 165Kg 192Kg

*1 At working voltage 110V / 220V					                                                Product specifications are subject to change without notice.
*2 At working voltage 240V / 480V
*3 Figure in parentheses are maximum values

• 6705 Linear Programmable AC Power Source 0 - 300V / 45 - 500Hz (500VA)				  

• 6710 Linear Programmable AC Power Source 0 - 300V / 45 - 500Hz (1000VA)				  

• 6720 Linear Programmable AC Power Source 0 - 300V / 45 - 500Hz (2000VA)				  

• 6730 Linear Programmable AC Power Source 0 - 300V / 45 - 500Hz (3000VA)				  

• 6740 Linear Programmable AC Power Source 0 - 300V / 45 - 500Hz (4000VA)				  

• Opt.612 PLC Remote I / P Interface				  

• Opt.623 Low Range meter Resolution 0.1mA / 0.01W for 6705 & 6710				  

• Opt.624 Output 0 - 600V				  

• Opt.625 Output Frequency 45.0 - 1000Hz				  

• Opt.627 GPIB Interface card				  

• Opt.643 USB & RS232 PC Control Card				 

• 1936 AC Power Source Remote Controller					   
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系列6800 線性交流電源供應器
Linear AC Power Source

•   輸出容量 : 500VA - 4KVA 

•   採用新型的線性 (Linear) 放大線路設計，低雜訊、高穩定性 

•   全範圍可調輸出電壓及頻率設定範圍 (0 - 300V ; 45 - 500HZ) 

•   使用先進的高密度電源技術設計，1KVA 容量高度只有 2U (8.9cm) 

•   4 組大型綠色 LED 顯示器，可同時顯示輸出頻率、電壓、電流、功率 / 功率因數量測數值  

•   超強輸出波峰因數比，於滿電流的輸出狀態下可達 4 : 1 

•   特殊的恆流裝置，可輕易啟動馬達、壓縮機等高啟動電流之負載 

•   選購遠端遙控輸入界面，可執行 Test / Reset 及 7 組記憶組 (M1 - M7) 快速輸出 

•   二段式溫控風扇速度可降低使用噪音

•   Capacity : 500VA - 4KVA 

•   Linear amplifying design with low distortion and yet high stability 

•   Adjustable AC output voltage 0 - 300V / frequency 45 - 500HZ 

•   High Sophisticated and compact design - As small as 2U (8.9cm) height for capacity of 1KVA 

•   4 groups of green LED displays - View Frequency, Voltage, Current and Power / Power Factor 

•   Enhanced crest factor. The rate is up to 3 : 1 at rating current output 

•   Unique regulation function in providing capability to turn on high inrush current loads such as 

    motors and compressors 

•   Optional PLC remote interface control, including TEST / RESET and recall 7 memories quick 

    output 

•   Temperature and speed controlled fan to lessen noise produced 
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6800 系列 線性交流電源供應器
Linear AC Power Source

MODEL 6805 6810 6820 6830 6840

INPUT

Phase 1Ø

Voltage 115 / 230Vac ± 15% 230Vac ± 15%

Frequency 47 - 63Hz

Max. Current 16A / 8A 30A / 16A 30A 50A 60A

Power Factor 0.7

AC OUTPUT

Max. Power 500VA 1000VA 2000VA 3000VA 4000VA

Max Current (r.m.s)*1
0 - 150V 4.2A 8.4A 16.8A 25.2A 33.6A

0 - 300V 2.1A 4.2A 8.4A 12.6A 16.8A

Option 0 - 600V

Max Current (r.m.s)*2
0 - 300V 2.1A 4.2A 8.4A 12.6A 16.8A

0 - 600V 1.05A 2.1A 4.2A 6.3A 8.4A

Phase 1Ø / 2W

Total Harmonic Distortion (T.H.D) ≤ 0.5% at 45 - 500Hz (Resistive Load)

Crest Factor ≥ 4 

Line Regulation ± 0.1V

Load Regulation ≤ 0.5% (Resistive Load)

Response Time < 100µS

SETTING

Voltage

Range 0 - 300V, 150V / 300V Auto or 0 - 600V, 300V / 600V Auto (Option 0 - 600V)

Resolution 0.1V

Accuracy ± (0.5% of setting + 2counts)

Frequency

Range 45 - 500Hz Full Range Adjust

Resolution 0.1Hz at 45 - 99.9Hz, 1Hz at 100 - 500Hz

Accuracy ± 0.02% of setting

Frequency 
(Option 45Hz - 1KHz)

Range 45 - 1000Hz

Resolution 0.1Hz at 45 - 99.9Hz, 1Hz at 100 - 1000Hz

Accuracy ± 0.02% of setting

MEASUREMENT

Voltage

Range 0.0 - 300.0V / 0.0 - 600.0V 

Resolution 0.1V / 0.2V

Accuracy ± (0.5% of reading + 2counts)

Frequency

Range 0.0Hz - 1000.0Hz

Resolution 0.1Hz

Accuracy ± 0.1Hz at 45.0 - 500.0Hz / ± 0.5Hz at 501.0 - 1000Hz

Current (r.m.s)

Range
L 0.000 - 3.500A

H 3.00 - 35.00A

Resolution
L 0.001A

H 0.01A 

Accuracy
L ± (0.5% of reading +  5counts) for 0 - 300V / ± (0.5% of reading + 10counts) for 0 - 600V

H ± (0.5% of reading + 3counts)

Power

Range
L 0.0 - 350.0W

H 300 - 4000W

Resolution
L 0.1W

H 1W

Accuracy
L ± (0.6% of reading + 5counts) for 0 - 300V / ± (0.5% of reading + 10counts) for 0 - 600V

H ± (0.6% of reading + 2counts)

Power Factor

Range 0.000 - 1.000

Resolution 0.001

Accuracy W / VA, Calculated and displayed to three significant digits

Opt.611 Low Range meter Resolution  (For 6805 / 6810)

Current (r.m.s)

Range 2.0mA - 350.0mA - - -

Resolution 0.1mA - - -

Accuracy ± (0.6% of reading + 5counts) - - -

Power

Range 0.20W - 35.00W - - -

Resolution 0.01W - - -

Accuracy ± (0.6% of reading + 5 counts) - - -

GENERAL							     

Remote Input Signal Interface (Option) Test, Reset, Recall memory 1 through 7

Remote Output Signal Fail, Test - in Process

Memory		  7 memories (M1 - M7)
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系列6800 線性交流電源供應器
Linear AC Power Source

MODEL 6805 6810 6820 6830 6840

Over Current Fold Back 
On / Off, Setting On when output current over setting A - Hi value it will fold back output 

voltage to keep constant output current is setting A - Hi value

Efficiency ≥ 40% (at Full Load )

Protection Over Current, Short Circuit, Over Temperature, Over Voltage, and Alarm

Calibration Front Panel Calibration

Interface (Option) PLC Remote Input Card

Operation Environment 0 - 40ºC / 20 - 80%RH

Dimension, mm*3

W 430 430 430 430 430

H 89 (111.5) 89 (111.5) 268 (352) 624 (708) 624 (708)

D 400 560 (588) 650 (730) 650 (730) 650 (730)

Weight 25Kg 38Kg 90Kg 165Kg 192Kg

*1 At working voltage 120V / 240V						                           Product specifications are subject to change without notice.
*2 At working voltage 240V / 480V
*3 Figure in parentheses are maximum values

• 6805 Linear AC Power Source 0-300V / 45 - 500Hz (500VA)				  

• 6810 Linear AC Power Source 0-300V / 45 - 500Hz (1000VA)				  

• 6820 Linear AC Power Source 0-300V / 45 - 500Hz (2000VA)				  

• 6830 Linear AC Power Source 0-300V / 45 - 500Hz (3000VA)				  

• 6840 Linear AC Power Source 0-300V / 45 - 500Hz (4000VA)				  

• Opt.611 Low Range meter Resolution 0.1mA / 0.01W for 6805 & 6810				  

• Opt.612 PLC Remote I / P Interface				  

• Opt.613 Output 0 - 600V				  

• Opt.614 Output Frequency 45.0 - 1000Hz				  
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6900 系列 交流電源供應器
AC Power Source

•   輸出容量 : 500VA - 4KVA 

•   使用先進的高頻電源技術設計，效率高達 80% 

•   全範圍可調輸出電壓及頻率設定範圍 (0 - 300V ; 40 - 450HZ) 

•   直接耦合輸出技術，體積小重量輕 ; 4KVA 高度只有 22.2cm / 重 65kg 

•   4 組大型 LED 顯示器，可同時顯示輸出頻率、電壓、電流、功率 / 功率因數量測數值 

•   超強輸出波峰因數比，於滿電流的輸出狀態下可達 3 : 1 

•   具備 3 組記憶組，記憶電壓、頻率和上限電流限值 

•   高啟動負載能力，浪湧電流可達額定電流的 4 倍，並可維持 1000mS 不切斷保護 

•   輸出過電流、短路、過電壓、過功率及過溫度保護及警報 

•   選購直流輸出 0 - 400V 功能

•   Capacity : 500VA - 4KVA 

•   Utilize advance PWM technology with switching amplifier design, the efficiency up to at least 80% 

•   Adjustable AC output voltage 0 - 300V / frequency 40 - 450HZ 

•   Adopt direct couple output technology, compact in size and light weight. As small as 22.2cm height and 

    65kG weight for capacity of 4KVA 

•   4 groups of digital LED displays - View Frequency, Voltage, Current and Power / Power Factor 

•   Enhanced crest factor. The rate is up to 3 : 1 at rating current output 

•   3 memories. Able to store voltage, frequency and current high limit setting 

•   Capable to withstand inrush current up to 4 times of rated current and able to maintain 1000ms without 

    protection 

•   Protections and alerts for over current, short circuit, over voltage, over power and over temperature 

•   Optional DC output 0 - 400V
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系列6900 交流電源供應器
AC Power Source

MODEL 6905 6910 6920 6940

INPUT

Phase 1Ø

Voltage 110 / 220Vac ± 10% 220Vac ± 10%

Frequency 50 / 60 Hz

Max. Current 10A / 5A 20A / 10A 20A 40A

Power Factor 0.7

AC OUTPUT

Max. Power 500VA 1000VA 2000VA 4000VA

Max Current (r.m.s)*1
0 - 150V 4.6A 9.2A 18.4A 36.8A

0 - 300V 2.3A 4.6A 9.2A 18.4A

Phase 1Ø / 2W

Total Harmonic Distortion (T.H.D) < 0.5% at 40 - 100Hz, < 1% at 101 - 450Hz (Resistive Load)

Crest Factor ≥ 3

Load Regulation ± (0.5% of output + 0.5V) at Resistive Load

Response Time < 400usec

SETTING

Voltage

Range 0 - 150V / 0 - 300V Selectable

Resolution 0.1V

Accuracy ± (1% of  setting + 2counts)

Frequency

Range 40 - 450Hz Full Range Adjust

Resolution 0.1Hz at 40.0 - 99.9Hz, 1Hz at 100 - 450Hz

Accuracy ± 0.03% of setting

DC OUTPUT (Option)

Max. Power 250W 500W 1000W 2000W

Max. Current
0 - 200V 2.3A 4.6A 9.2A 18.4A

0 - 400V 1.15A 2.3A 4.6A 9.2A

SETTING

Voltage

Range 0 - 200V / 0 - 400V Selectable

Resolution 0.1V

Accuracy ± (1% of setting + 2counts)

Ripple and Noise (r.m.s) Range
L < 250mV < 350mV

H < 400mV < 550mV

Ripple and Noise (p - p) < 2Vp - p < 3.0Vp - p

MEASUREMENT

Voltage (AC & DC)

Range 0.0 - 400.0V

Resolution 0.1V 

Accuracy ± (1% of reading + 2counts)

Frequency

Range 0.0 - 500.0Hz

Resolution 0.1Hz

Accuracy ± 0.1Hz

Current (r.m.s) (AC & DC)

Range 0.00 - 54.00A

Resolution 0.01A

Accuracy ± (1% of reading + 5counts)

Power

Range 0 - 4000W

Resolution 1W

Accuracy ± (2% of reading + 2counts)

Power Factor

Range 0.000 - 1.000

Resolution 0.001

Accuracy W / VA, Calculated and displayed to three significant digits

Opt.628 High Measurement Resolution (For 6905, 6910 & 6920)

AC OUTPUT

Current

Range
L 0.000A - 0.600A 0.000A - 1.200A 0.000A - 2.400A -

H 0.50A - 6.00A 1.00A - 13.00A 2.00A - 27.00A -

Resolution
L 0.001A -

H 0.01A -

Accuracy ± (1% of reading + 5counts) -

Power

Range
L 0.0W - 60.0W 0.0W - 120.0W  0.0W - 240.0W -

H 50W - 250W 100W - 500W 200W - 1000W -

Resolution
L  0.1W -

H 1W -

Accuracy ± (2% of reading + 5counts) -
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6900 系列 交流電源供應器
AC Power Source

• 6905 AC Power Source 0 - 300V / 40 - 450Hz (500VA)				  

• 6910 AC Power Source 0 - 300V / 40 - 450Hz (1000VA)				  

• 6920 AC Power Source 0 - 300V / 40 - 450Hz (2000VA)				  

• 6940 AC Power Source 0 - 300V / 40 - 450Hz (4000VA)				  

• Opt.628 High Measurement Resolution 1mA / 0.1W for 6905, 6910 & 6920				  

• Opt.629 Input Voltage 100V / 200V for 6905 & 6910				  

• Opt.630 Input Voltage 120V / 240V for 6905 & 6910				  

• Opt.631 Input Voltage 200V for 6920 & 6940				  

• Opt.632 Input Voltage 240V for 6920 & 6940				  

• Opt.633 DC Output Function for 6905				  

• Opt.634 DC Output Function for 6910				  

• Opt.635 DC Output Function for 6920				  

• Opt.636 DC Output Function for 6940	

MODEL 6905 6910 6920 6940

DC OUTPUT (Option)

Current

Range
L 0.010A - 0.600A 0.010A - 1.200A 0.010A - 2.400A -

H 0.50A - 3.00A 1.00A - 6.50A 2.00A - 13.50A -

Resolution
L 0.001A -

H 0.01A -

Accuracy ± (1% of reading + 5counts) -

Power

Range
L 0.0W - 60.0W 0.0W - 120.0W  0.0W - 240.0W -

H 50W - 250W 100W - 500W 200W - 1000W -

Resolution
L  0.1W -

H 1W -

Accuracy ± (2% of reading + 5counts) -

GENERAL

Memory 3 memories (M1, M2, M3) 

Efficiency ≥ 80% (at Full Load)

Protection Over Current, Short Circuit, Over Temperature, Over Voltage, Over Power,  and Alarm

Calibration Front Panel Calibration

Operation Environment 0 - 40ºC / 20 - 80%RH

Dimension, mm*2

W 430 430 430 430

H 89 (111.5) 89 (111.5) 89 (111.5) 223 (245.5)

D 300 (310) 400 (410) 500 (510) 500 (510)

Net Weight 12.5Kg 18.2Kg 30Kg 65Kg

*1 At working voltage 110V / 220V					                                              Product specifications are subject to change without notice.
*2 Figure in parentheses are maximum values
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系列6300 高功率可程式三相交流電源供應器
High Power Programmable 3 Phase AC Power Source

•   輸出容量 : 3KVA - 180KVA 
•   全系列採用 IGBT / PWM 脈寬調變技術設計 (Switching) 
•   三相輸入可內含輸入功率因數改善線路 (PFC)，有 PFC 時功率因數 > 0.95 
•   三相可程式輸出 

•   全範圍可調輸出電壓及頻率設定範圍 (0 - 300V ; 47 - 63HZ) 
•   高電力密度設計、體積小、重量輕 

•   4 組大型 LED 顯示器，可同時顯示輸出頻率、電壓、電流、功率 / 功率因數量測數值 

•   在阻性負載下波形失真小於 1% 
•   超強輸出波峰因數比，於滿電流的輸出狀態下可達 3 : 1 
•   暫態反應快，在瞬間加重載或除載時波形可於 2mSec 內回復 

•   全範圍輸出電壓的穩壓率可達 0.5% 
•   內建 8 個程式記憶組，每組內含 5 個程式記憶步驟 

•   可執行自動循環測試，最高可執行 999900 次 

•   針對被測物的壽命試驗，可依需求設定以秒、分、時為測試執行時間單位 

•   特殊的恆流裝置，可輕易啟動馬達、壓縮機等高啟動電流之負載 

•   高啟動負載能力，浪湧電流可達額定電流的 3 倍，並可維持 1000mS 不切斷保護 

•   可設定當加載電流超過上限電流設定值時；維持設定值電流恆定輸出 (反應時間 < 700mSec) 
•   內建遠端遙控輸入界面，可執行 Test / Reset 及 P1、P2、P3 三組程式記憶的遙控輸出 

•   輸出過電流、短路、過電壓、過溫度保護及警報 

•   前面板可輸出小容量 (15A) 負載輸出萬用插座，適合各種被測物的電源插頭 

•   可選購 GPIB及USB & RS232 界面

•   Capacity : 3KVA - 180KVA 

•   Utilize IGBT / PWM technology with switching amplifier design 

•   Built - in Input Power Factor Correction for three phase input only (PF > 0.95) 

•   Programmable three phase output 

•   Adjustable AC output voltage 0 - 300V / frequency 47 - 63HZ 

•   High power, compact design and light in weight 

•   4 groups of digital LED displays - View Frequency, Voltage, Current and Power / Power Factor 

•   Waveform distortion less than 1% on resistance load 

•   Enhanced crest factor. The rate is up to 3 : 1 at rating current output 

•   Fast recovering time, 2 milliseconds 

•   Line and load regulation maintains the output voltage within 0.5% of setting 

•   Storage up to 8 memories with 5 steps per memory 

•   Auto loop cycle, up to 999900 cycles 

•   For Aging or Life test on DUT, the user able to change the timer either in second, minute or hour 

•   Unique regulation function in providing capability to turn on high inrush current loads such as motors and compressors 

•   Capable to withstand inrush current up to 3 times of rated current and able to maintain 1000ms without protection 

•   Over Current Fold Back Mode (Response time < 700mSec) 

•   Built - in PLC remote interface control, including TEST / RESET and recall 3 memories setting, P1, P2 and P3 

•   Protections and alerts for over current, short circuit, over voltage and over temperature 

•   Universal output sockets (15A) on front panel 

•   Optional GPIB, USB & RS232 interface
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6300 系列 高功率可程式三相交流電源供應器
High Power Programmable 3 Phase AC Power Source

  6303 6306 6309 6315 6330 6360 6390 63120 63150 63180

INPUT

Phase*1 1Ø 3Ø

Voltage 230Vac ± 15% 220 / 380Vac ± 10%

Frequency 47 - 63Hz

Max. Current*2 (approx) 30A 55A 25A 40A 75A 150A 230A 300A 375A 450A

Power Factor 0.7 0.8

AC OUTPUT

Max. Power
 Single - Phase 1KVA 2KVA 3KVA 5KVA 10KVA 20KVA 30KVA 40KVA 50KVA 60KVA

Total Power 3KVA 6KVA 9KVA 15KVA 30KVA 60KVA 90KVA 120KVA 150KVA 180KVA

Max. Current (r.m.s), 
Single - Phase*3

0 - 150V 8.4A 16.8A 25.2A 42.0A 84.0A 168.0A 252.0A 336.0A 420.0A 504.0A

0 - 300V 4.2A 8.4A 12.6A 21.0A 42.0A 84.0A 126.0A 168.0A 210.0A 252.0A

Max. Current (r.m.s), 
Single - Phase*4

0 - 300V 4.2A 8.4A 12.6A 21.0A 42.0A 84.0A 126.0A 168.0A 210.0A 252.0A

0 - 600V 2.1A 4.2A 6.3A 10.5A 21.0A 42.0A 63.0A 84.0A 105.0A 126.0A

Phase 3Ø / 4W

Total Harmonic Distortion (T.H.D) < 1% at 47 - 63Hz (Resistive Load)

Crest Factor ≥ 3

Line Regulation ± 0.1V

Load Regulation L - N : ± (0.5% of output + 0.5V) / L - L : ± (1% of output + 1V) at Resistive Load

Deviation of phase angle 120° ≤ ± 1° at Load Balance,  120° ≤  ± 2.5° at 100% Load Unblance

Response Time < 2 msec

SETTING

Voltage

Range 0 - 150V / 0 - 300V Selectable or 0 - 300V / 0 - 600V Selectable (Option 0 - 600V)

Resolution 0.1V

Accuracy ± (1% of  setting + 2counts)

Frequency

Range 47.0 - 63.0Hz Full Range Adjust

Resolution 0.1Hz 

Accuracy ± 0.02% of setting

MEASUREMENT

Voltage

L - N Range 0.0 - 300.0V / 0.0 - 600.0V

L - L Range 0.0 - 520.0V / 0.0 - 1040V

Resolution 0.1V / 0.2V

Accuracy ± (1% of reading + 2counts)

Frequency

Range 47.0 - 500.0Hz

Resolution 0.1Hz

Accuracy ± 0.1Hz

Current (r.m.s)

Range
L 0.000 - 3.500A 0.00 - 35.00A

H 3.00 - 35.00A 30.0 - 350.0A

Resolution
L 0.001A 0.01A

H 0.01A 0.1A

Accuracy
L ± (1% of reading + 5counts) ± (1% of reading +2counts)

H ± (1% of reading + 1count) ± (1% of reading +1count)

Current (r.m.s) 
(Option 0 - 600V)

Range
L 0.000 - 3.500A 0.00 - 35.00A

H 3.00 - 35.00A 30.0 - 350.0A

Resolution
L 0.001A 0.01A

H 0.01A 0.1A

Accuracy
L ± (1% of reading + 5counts) ± (1% of reading + 2counts)

H ± (1% of reading + 1count) ± (1% of reading + 1count)

Power

Range
L 0.0 - 350.0W 0.000 - 3.500KW

H 300 - 4000W 3.00 - 40.00KW

Resolution
L 0.1W 0.001KW

H 1W 0.01KW

Accuracy
L ± (1.5% of reading + 5counts)

H ± (1.5% of reading + 1count)

Power Factor

Range 0.000 - 1.000

Resolution 0.001

Accuracy W /  V x A, Calculated and displayed to three significant digits

GENERAL	 											         

PLC Remote I / P : ON / OFF, P1, P2, P3, O / P : Processing

Memory
8 Memoies, 5steps per memory for Voltage, Frequency, Test Time, Delay time and Current, Power, Power Factor Hi, Lo 

Limit setting

Timer 0 = Continuous, 1 - 9999 (Unit : sec, minute, hour selectable)

Auto Loop Cycle 0 = Continuous, OFF = Loop Once, 2 - 9999 (Unit : ×1, ×10, ×100) 

Auto Voltage Adjust Enable it for improve voltage regulation within ± 0.1V
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系列6300 高功率可程式三相交流電源供應器
High Power Programmable 3 Phase AC Power Source

MODEL 6303 6306 6309 6315 6330 6360 6390 63120 63150 63180

Efficiency ≥ 80% (at Full Load) ≥ 85% (at Full Load)

Protection Over Load, Short Circuit, Over Temperaturer, Over Voltage, and Alarm

Calibration Front Panel Calibration

Interface (Option) GPIB, USB & RS232

0 - 40ºC / 20 - 80%RH

Dimension, mm*5

W 430 430 430 430 600 800 1200 1200 1600 1600

H 602(709) 602 (709) 732 (839) 732 (839) 842 (949) 1557 (1707) 1557 (1804) 1557 (1804) 1800 1800

D 650 (730) 650 (730) 650 (730) 650 (730) 900 (980) 900 (980) 900 (980) 900 (980) 1100 1100

Dimension (PFC), mm*5

W 430 430 600 600 600 800 1200 1200 - -

H 732 (839) 732 (839) 732 (839) 732 (839) 842 (949) 1557 (1707) 1557 (1804) 1557(1804) - -

D 650 (730) 650 (730) 900 (980) 900 (980) 900 (980) 900 (980) 900 (980) 1100 (1180) - -

Net Weight 130Kg 145Kg 171Kg 207Kg 366Kg 497Kg 820Kg 1300Kg 1800Kg 2100Kg

Net Weight (PFC) 167Kg 195Kg 250Kg 311Kg 530Kg 770Kg 1200Kg 1800Kg - -

*1 No PFC function can be optioned for 1Ø input models			                                              Product specifications are subject to change without notice.
*2 Max. Current without PFC Function			 
*3 At working voltage 120V / 240V 			 
*4 At working voltage 240V / 480V			 
*5 Figure in parentheses are maximum values

• 6303 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (3KVA)					   

•  6303 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (3KVA) with PFC				  

•  6306 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (6KVA)					   

• 6306 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (6KVA) with PFC				  

• 6309 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (9KVA)					   

•  6309 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (9KVA) with PFC				  

• 6315 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (15KVA)					   

• 6315 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (15KVA) with PFC				  

• 6330 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (30KVA)					   

• 6330 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (30KVA) with PFC				  

• 6360 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (60KVA)					   

• 6360 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (60KVA) with PFC				  

• 6390 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (90KVA)					   

• 6390 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (90KVA) with PFC				  

•  63120 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (120KVA)				  

• 63120 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (120KVA) with PFC			 

• 63150 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (150KVA)				  

• 63180 High Power Programmable 3 Phase AC Power Source 0 - 300V / 47 - 63HZ (180KVA)				  

• Opt.606 GPIB Interface 										        

• Opt.607 600V AC Output for 6303 & 6306										        

• Opt.608 600V AC Output for 6309 & 6315										        

• Opt.609 600V AC Output for 6330 & 6360										        

• Opt.610 600V AC Output for 6390 & 63120 									       

• Opt.615 Output Frequency 45 - 500Hz Full Range Adjust for 6303, 6306 & 6309						    

• Opt.616 Output Frequency 45 - 500Hz Full Range Adjust for 6315							     

• Opt.617 Output Frequency 45 - 500Hz Full Range Adjust for 6330							     

• Opt.619 Output Frequency 400Hz for 6303, 6306 & 6309								      

• Opt.637 Single Phase 3 Wire Output (L1 / L2 / N) for 6300								      

• Opt.638 CE / TUV Mark for 6309 with PFC Function									       

• Opt.639 CE / TUV Mark for 6315 with PFC Function									       

• Opt.643 USB & RS232 PC Control Card										        

• Opt.649 600V AC Output for 63150 & 63180 									       

• 1936 AC Power Source Remote Controller								      
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6400 系列 高功率交流電源供應器 
High Power AC Power Source

•   輸出容量 : 3KVA - 60KVA 

•   全系列採用 IGBT / PWM 脈寬調變技術設計 (Switching) 

•   三相輸入可內含輸入功率因數改善線路 (PFC)，有 PFC 時功率因數 > 0.95 

•   單相輸出 

•   全範圍可調輸出電壓及頻率設定範圍 (0 - 300V ; 47 - 63HZ) 

•   高電力密度設計、體積小、重量輕 

•   4 組大型 LED 顯示器，可同時顯示輸出頻率、電壓、電流、功率 / 功率因數量測數值 

•   在阻性負載下波形失真小於 1% 

•   超強輸出波峰因數比，於滿電流的輸出狀態下可達 3 : 1 

•   暫態反應快，在瞬間加重載或除載時波形可於 2mSec 內回復 

•   全範圍輸出電壓的穩壓率可達 0.5% 

•   具備 3 組記憶組，記憶電壓、頻率和上限電流限值 

•   特殊的恆流裝置，可輕易啟動馬達、壓縮機等高啟動電流之負載 

•   高啟動負載能力，浪湧電流可達額定電流的 3 倍，並可維持 1000mS 不切斷保護 

•   可設定當加載電流超過上限電流設定值時；維持設定值電流恆定輸出 (反應時間 < 700mSec) 

•   內建遠端遙控界面，可執行 Test / Reset 及 M1、M2、M3 三組程式記憶的遙控輸出 

•   輸出過電流、短路、過電壓、過溫度保護及警報 

•   前面板可輸出小容量 (15A) 負載輸出萬用插座，適合各種被測物的電源插頭

•   Capacity : 3KVA - 60KVA 

•   Utilize IGBT / PWM technology with switching amplifier design 

•   Built - in Input Power Factor Correction for three phase input only (PF > 0.95) 

•   Single phase output 

•   Adjustable AC output voltage 0 - 300V / frequency 47 - 63HZ 

•   High power, compact design and light in weight 

•   4 groups of digital LED displays - View Frequency, Voltage, Current and Power / Power Factor 

•   Waveform distortion less than 1% on resistance load 

•   Enhanced crest factor. The rate is up to 3 : 1 at rating current output 

•   Fast recovering time, 2 milliseconds 

•   Line and load regulation maintains the output voltage within 0.5% of setting 

•   3 memories. Able to store voltage, frequency and current high limit setting 

•   Unique regulation function in providing capability to turn on high inrush current loads such as motors and

    compressors 

•   Capable to withstand inrush current up to 3 times of rated current and able to maintain 1000ms without 

    protection 

•   Over Current Fold Back Mode (Response time < 700mSec) 

•   Built - in PLC remote interface control, including TEST / RESET and recall 3 memories setting, M1, M2 and M3 

•   Protections and alerts for over current, short circuit, over voltage and over temperature 

•   Universal output sockets (15A) on front panel
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系列6400 高功率交流電源供應器
High Power AC Power Source

MODEL 6403 6405 6410 6420 6430 6440 6460

INPUT

Phase*1 1Ø 3Ø

Voltage 230Vac ± 15% 220 / 380Vac ± 10%

Frequency 47 - 63Hz

Max. Current*2 (approx) 30A 45A 25A 50A 75A 100A 150A

Power Factor 0.7 0.8

AC OUTPUT

Max. Power 3KVA 5KVA 10KVA 20KVA 30KVA 40KVA 60KVA

Max. Current (r.m.s) *3
0 - 150V 25.2A 42.0A 84.0A 168.0A 252.0A 336.0A 504.0A

0 - 300V 12.6A 21.0A 42.0A 84.0A 126.0A 168.0A 252.0A

Max. Current (r.m.s) 
(Option 0-600V)*4

0 - 300V 12.6A 21.0A 42.0A 84.0A 126.0A 168.0A 252.0A

0 - 600V 6.3A 10.5A 21.0A 42.0A 63.0A 84.0A 126.0A

Phase 1Ø / 2W

Total Harmonic Distortion (T.H.D) < 1% at 47 - 63Hz (Resistive Load)

Crest Factor ≥ 3

Line Regulation ± 0.1V

Load Regulation ± (0.5% of output + 0.5V) at Resistive Load

Response Time < 2 msec

SETTINGS

Voltage

Range 0 - 150V / 0 - 300V Selectable or 0 - 300V / 0 - 600V Selectable (Option 0 - 600V)

Resolution 0.1V

Accuracy ± (1% of setting + 2counts)

Frequency

Range 47.0 - 63.0Hz Full Range Adjust

Resolution 0.1Hz 

Accuracy ± 0.02% of setting

MEASUREMENT

Voltage

Range 0.0 - 300.0V / 0.0 - 600.0V

Resolution 0.1V / 0.2V

Accuracy ± (1% of reading + 2counts)

Frequency

Range 47.0 - 500.0Hz

Resolution 0.1Hz

Accuracy ± 0.1Hz

Current (r.m.s)

Range
L 0.000 - 3.500A 0.00 - 35.00A 0.0 - 350.0A

H 3.00 - 35.00A 30.0 - 350.0A 300 - 3500A

Resolution
L 0.001A 0.01A 0.1A

H 0.01A 0.1A 1A

Accuracy

L
± (1% of reading 

+ 5counts)
± (1% of reading + 2counts)

± (1% of reading 
+ 2counts)

H
± (1% of reading 

+ 1count)
± (1% of reading + 1count)

Current (r.m.s) 
(Option 0-600V)

Range
L 0.000 - 3.500A 0.00 - 35.00A

H 3.00 - 35.00A 30.0 - 350.0A

Resolution
L 0.001A 0.01A

H 0.01A 0.1A

Accuracy

L
± (1% of reading 

+5counts)
± (1% of reading + 2counts)

H
± (1% of reading 

+1count)
± (1% of reading + 1count)

Power

Range
L 0.0 - 350.0W 0.000 - 3.500KW 0.00 - 35.00KW

H 300 - 4000W 3.00 - 40.00KW 30.0 - 350.0KW

Resolution
L 0.1W 0.001KW 0.01KW

H 1W 0.01KW 0.1KW

Accuracy
L ± (1.5% of reading + 5counts)

H ± (1.5% of reading + 1count)

Power Factor

Range 0.000 - 1.000

Resolution 0.001

Accuracy W /  V x A, Calculated and displayed to three significant digits

GENERAL	 								      

PLC Remote I / P : ON / OFF, M1, M2, M3, O / P : Processing

Memory 3 memories (M1, M2, M3)

Auto Voltage Adjust Enable it for improve voltage regulation within ± 0.1V
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MODEL 6403 6405 6410 6420 6430 6440 6460

Efficiency ≥ 80% (at Full Load) ≥ 85% (at Full Load)

Protection Over Load, Short Circuit, Over Temperature, Over Voltage, and Alarm

Calibration Front Panel Calibration

Operation Environment		  0 - 40ºC / 20 - 80%RH

Dimension, mm*5

W 430 430 430 430 600 600 800

H 221 (305) 221 (305) 472 (579) 732 (839) 972 (1079) 972 (1079) 1557 (1707)

D 650 (730) 650 (730) 650 (730) 650 (730) 900 (980) 900 (980) 900 (980)

Dimension (PFC), mm*5

W 430 430 430 430 600 600 800

H 472 (579) 472 (579) 602 (709) 732 (839) 972 (1079) 972 (1079) 1557 (1707)

D 650 (730) 650 (730) 650 (730) 650 (730) 900 (980) 900 (980) 900 (980)

Net Weight 47Kg 69Kg 150Kg 216Kg 372Kg 402Kg 497Kg

Net Weight (PFC) 83Kg 119Kg 226Kg 346Kg 536Kg 600Kg 770Kg

*1 No PFC function can be optioned for 1Ø input models				                        product specifications are subject to change without notice.
*2 Max. Current without PFC Function									       
*3 At working voltage 120V / 240V 									       
*4 At working voltage 240V / 480V									       
*5 Figure in parentheses are maximum values									       

6400 系列 高功率交流電源供應器 
High Power AC Power Source

• 6403 High Power AC Power Source 0 - 300V / 47 - 63HZ (3KVA)							     

• 6403 High Power AC Power Source 0 - 300V / 47 - 63HZ (3KVA) with PFC 						    

• 6405 High Power AC Power Source 0 - 300V / 47 - 63HZ (5KVA)							     

• 6405 High Power AC Power Source 0 - 300V / 47 - 63HZ (5KVA) with PFC						    

• 6410 High Power AC Power Source 0 - 300V / 47 - 63HZ (10KVA)							     

• 6410 High Power AC Power Source 0 - 300V / 47 - 63HZ (10KVA) with PFC						    

• 6415 High Power AC Power Source 0 - 300V / 47 - 63HZ (15KVA)							     

• 6415 High Power AC Power Source 0 - 300V / 47 - 63HZ (15KVA) with PFC						    

• 6420 High Power AC Power Source 0 - 300V / 47 - 63HZ (20KVA)							     

• 6420 High Power AC Power Source 0 - 300V / 47 - 63HZ (20KVA) with PFC						    

• 6430 High Power AC Power Source 0 - 300V / 47 - 63HZ (30KVA)							     

• 6430 High Power AC Power Source 0 - 300V / 47 - 63HZ (30KVA) with PFC						    

• 6440 High Power AC Power Source 0 - 300V / 47 - 63HZ (40KVA)							     

• 6440 High Power AC Power Source 0 - 300V / 47 - 63HZ (40KVA) with PFC						    

• 6460 High Power AC Power Source 0 - 300V / 47 - 63HZ (60KVA)							     

• 6460 High Power AC Power Source 0 - 300V / 47 - 63HZ (60KVA) with PFC						    

• Opt.607 600V AC Output for 6403 & 6405									       

• Opt.608 600V AC Output for 6410 & 6420									       

• Opt.609 600V AC Output for 6430, 6440 & 6460									       

• Opt.615 Output Frequency 45 - 500Hz Full Range Adjust for 6403 & 6405						    

• Opt.616 Output Frequency 45 - 500Hz Full Range Adjust for 6410							     

• Opt.619 Output Frequency 400Hz for 6403 & 6405									       

• Opt.620 Output Frequency 400Hz for 6410 & 6420 									       

• Opt.621 Output Frequency 400Hz for 6430, 6440 & 6460								      

• Opt.640 CE / TUV Mark for 6420 with PFC Function								      
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系列6500 高功率可程式交流電源供應器
High Power Programmable AC Power Source

•   輸出容量 : 3KVA - 60KVA 
•   全系列採用 IGBT / PWM 脈寬調變技術設計 (Switching) 
•   三相輸入可內含輸入功率因數改善線路 (PFC)，有 PFC 時功率因數 > 0.95 
•   單相可程式輸出 

•   全範圍可調輸出電壓及頻率設定範圍 (0 - 300V ; 47 - 63HZ) 
•   高電力密度設計、體積小、重量輕 

•   4 組大型 LED 顯示器，可同時顯示輸出頻率、電壓、電流、功率 / 功率因數量測數值 

•   在阻性負載下波形失真小於 1% 
•   超強輸出波峰因數比，於滿電流的輸出狀態下可達 3 : 1 
•   暫態反應快，在瞬間加重載或除載時波形可於 2mSec 內回復 

•   全範圍輸出電壓的穩壓率可達 0.5% 
•   內建 8 個程式記憶組，每組內含 5 個程式記憶步驟 

•   可執行自動循環測試，最高可執行 999900 次 

•   特殊的恆流裝置，可輕易啟動馬達、壓縮機等高啟動電流之負載 

•   高啟動負載能力，浪湧電流可達額定電流的3倍，並可維持 1000mS 不切斷保護 

•   可設定當加載電流超過上限電流設定值時；維持設定值電流恆定輸出 (反應時間 < 700mSec) 
•   內建遠端遙控輸入界面，可執行 Test / Reset 及 P1、P2、P3 三組程式記憶的遙控輸出 

•   輸出過電流、短路、過電壓、過溫度保護及警報 

•   前面板可輸出小容量 (15A) 負載輸出萬用插座，適合各種被測物的電源插頭 

•   可選購 GPIB及USB & RS232 界面

•   Capacity : 3KVA - 60KVA 

•   Utilize IGBT / PWM technology with switching amplifier design 

•   Built - in Input Power Factor Correction for three phase input only (PF > 0.95) 

•   Programmable single phase output 

•   Adjustable AC output voltage 0 - 300V / frequency 47 - 63HZ 

•   High power, compact design and light in weight 

•   4 groups of digital LED displays - View Frequency, Voltage, Current and Power / Power Factor 

•   Waveform distortion less than 1% on resistance load 

•   Enhanced crest factor. The rate is up to 3 : 1 at rating current output 

•   Fast recovering time, 2 milliseconds 

•   Line and load regulation maintains the output voltage within 0.5% of setting 

•   Storage up to 8 memories with 5 steps per memory 

•   Auto loop cycle, up to 999900 cycles 

•   Unique regulation function in providing capability to turn on high inrush current loads such as motors and compressors 

•   Capable to withstand inrush current up to 3 times of rated current and able to maintain 1000ms without protection 

•   Over Current Fold Back Mode (Response time < 700mSec) 

•   Built - in PLC remote interface control, including TEST / RESET and recall 3 memories setting, P1, P2 and P3 

•   Protections and alerts for over current, short circuit, over voltage and over temperature 

•   Universal output sockets (15A) on front panel 

•   Optional GPIB, USB & RS232 interface
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6500 系列 高功率可程式交流電源供應器 
High Power Programmable AC Power Source

MODEL 6503 6505 6510 6520 6530 6540 6560

INPUT

Phase*1 1Ø 3Ø

Voltage 230Vac ± 15% 220 / 380Vac ± 10%

Frequency 47 - 63Hz

Max. Current*2 (approx) 30A 45A 25A 50A 75A 100A 150A

Power Factor 0.7 0.8

AC OUTPUT

Max. Power 3KVA 5KVA 10KVA 20KVA 30KVA 40KVA 60KVA

Max. Current (r.m.s) *3
0 - 150V 25.2A 42.0A 84.0A 168.0A 252.0A 336.0A 504.0A

0 - 300V 12.6A 21.0A 42.0A 84.0A 126.0A 168.0A 252.0A

Max. Current (r.m.s) 
(Option 0 - 600V) *4

0 - 300V 12.6A 21.0A 42.0A 84.0A 126.0A 168.0A 252.0A

0 - 600V 6.3A 10.5A 21.0A 42.0A 63.0A 84.0A 126.0A

Phase 1Ø / 2W

Total Harmonic Distortion (T.H.D) < 1% at 47 - 63Hz (Resistive Load)

Crest Factor ≥ 3

Line Regulation ± 0.1V

Load Regulation ± (0.5% of output + 0.5V) at Resistive Load

Response Time < 2 msec

SETTINGS

Voltage

Range 0 - 150V / 0 - 300V Selectable or 0 - 300V / 0 - 600V Selectable (Option 0 - 600V)

Resolution 0.1V

Accuracy ± (1% of  setting + 2counts)

Frequency

Range 47.0 - 63.0Hz Full Range Adjust

Resolution 0.1Hz 

Accuracy ± 0.02% of setting

MEASUREMENT

Voltage

Range 0.0 - 300.0V / 0.0 - 600.0V

Resolution 0.1V / 0.2V

Accuracy ± (1% of reading + 2counts)

Frequency

Range 47.0 - 500.0Hz

Resolution 0.1Hz

Accuracy ± 0.1Hz

Current (r.m.s)

Range
L 0.000 - 3.500A 0.00 - 35.00A 0.0 - 350.0A

H 3.00 - 35.00A 30.0 - 350.0A 300 - 3500A

Resolution
L 0.001A 0.01A 0.1A

H 0.01A 0.1A 1A

Accuracy

L
± (1% of reading 

+ 5counts)
± (1% of reading + 2counts)

± (1% of reading 
+ 2counts)

H
± (1% of reading 

+ 1count)
± (1% of reading + 1count)

Current (r.m.s) 
(Option 0-600V)

Range
L 0.000 - 3.500A 0.00 - 35.00A

H 3.00 - 35.00A 30.0 - 350.0A

Resolution
L 0.001A 0.01A

H 0.01A 0.1A

Accuracy

L
± (1% of reading 

+ 5counts)
± (1% of reading + 2counts)

H
± (1% of reading 

+ 1count)
± (1% of reading + 1count)

Power

Range
L 0.0 - 350.0W 0.000 - 3.500KW 0.00 - 35.00KW

H 300 - 4000W 3.00 - 40.00KW 30.0 - 350.0KW

Resolution
L 0.1W 0.001KW 0.01KW

H 1W 0.01KW 0.1KW

Accuracy
L ± (1.5% of reading + 5counts)

H ± (1.5% of reading + 1count)

Power Factor

Range 0.000 - 1.000

Resolution 0.001

Accuracy W /  V x A, Calculated and displayed to three significant digits

GENERAL	 								      

PLC Remote I / P : ON / OFF, P1, P2, P3, O / P : Processing

Memory 8 Memoies, 5steps per memory for Voltage, Frequency, Test Time, Delay time and Current, Power, Power Factor Hi, Lo Limit setting

Timer 0 = Continuous, 1 - 9999 (Unit : sec, minute, hour selectable)
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系列6500 高功率可程式交流電源供應器
High Power Programmable AC Power Source

MODEL 6503 6505 6510 6520 6530 6540 6560

Auto Loop Cycle 0 = Continuous, OFF = Loop Once, 2 - 9999 (Unit : ×1, ×10, ×100)

Auto Voltage Adjust Enable it for improve voltage regulation within ± 0.1V

Efficiency ≥ 80% (at Full Load) ≥ 85% (at Full Load)

Protection Over Current, Short Circuit, Over Temperature, Over Voltage, and Alarm

Calibration Front Panel Calibration

Interface (Option) GPIB, USB & RS232

Operation Environment		  0 - 40ºC / 20 - 80%RH

Dimension, mm*5

W 430 430 430 430 600 600 800

H 221 (305) 221 (305) 472 (579) 732 (839) 972 (1079) 972 (1079) 1557 (1707)

D 650 (730) 650 (730) 650 (730) 650 (730) 900 (980) 900 (980) 900 (980)

Dimension (PFC), mm*5

W 430 430 430 430 600 600 800

H 472 (579) 472 (579) 602 (709) 732 (839) 972 (1079) 972 (1079) 1557 (1707)

D 650 (730) 650 (730) 650 (730) 650 (730) 900 (980) 900 (980) 900 (980)

Net Weight 47Kg 69Kg 150Kg 216Kg 372Kg 402Kg 497Kg

Net Weight (PFC) 83Kg 119Kg 226Kg 346Kg 536Kg 600Kg 770Kg

*1 No PFC function can be optioned for 1Ø input models		                                                                  product specifications are subject to change without notice.
*2 Max. Current without PFC Function									       
*3 At working voltage 120V / 240V 									       
*4 At working voltage 240V / 480V									       
*5 Figure in parentheses are maximum values									       
	

• 6503 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (3KVA)						    

• 6503 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (3KVA) with PFC					   

• 6505 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (5KVA)						    

• 6505 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (5KVA) with PFC					   

• 6510 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (10KVA)						    

• 6510 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (10KVA) with PFC					  

• 6520 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (20KVA)						    

• 6520 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (20KVA) with PFC					  

• 6530 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (30KVA)						    

• 6530 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (30KVA) with PFC					  

• 6540 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (40KVA)						    

• 6540 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (40KVA) with PFC					  

• 6560 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (60KVA)						    

• 6560 High Power Programmable AC Power Source 0 - 300V / 47 - 63HZ (60KVA) with PFC					  

•  Opt.606 GPIB Interface 										        

•  Opt.607 600V AC Output for 6503 & 6505										        

•  Opt.608 600V AC Output for 6510 & 6520 										        

•  Opt.609 600V AC Output for 6530, 6540 & 6560									       

•  Opt.615 Output Frequency 45 - 500Hz Full Range Adjust for 6503 & 6505						    

•  Opt.616 Output Frequency 45 - 500Hz Full Range Adjust for 6510							     

•  Opt.619 Output Frequency 400Hz for 6503 & 6505									       

•  Opt.641 CE / TUV Mark for 6520 with PFC Function									       

•  Opt.643 USB & RS232 PC Control Card										        

•  1936 AC Power Source Remote Controller									       
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•    輸出容量 : 15KVA - 180KVA 
•    全系列採用 IGBT / PWM 脈寬調變技術設計 (Switching) 
•    三相輸入可內含輸入功率因數改善線路 (PFC)，有 PFC 時功率因數 > 0.95 
•    三相可程式輸出 

•    全範圍可調輸出電壓及頻率設定範圍 (0 - 300V ; 360 - 440HZ)，另可選購電壓 0 - 600V 或頻率 760 - 840HZ 輸出 

•    高電力密度設計、體積小、重量輕 

•    4 組大型 LED 顯示器，可同時顯示輸出頻率、電壓、電流、功率 / 功率因數量測數值 

•    在阻性負載下波形失真小於 1% 
•    超強輸出波峰因數比，於滿電流的輸出狀態下可達 3 : 1 
•    暫態反應快，在瞬間加重載或除載時波形可於 2mSec 內回復 

•    全範圍輸出電壓的穩壓率可達 0.5% 
•    內建 8 個程式記憶組，每組內含 5 個程式記憶步驟 

•    可執行自動循環測試，最高可執行 999900 次 

•    針對被測物的壽命試驗，可依需求設定以秒、分、時為測試執行時間單位 

•    特殊的恆流裝置，可輕易啟動馬達、壓縮機等高啟動電流之負載 

•    高啟動負載能力，浪湧電流可達額定電流的 3 倍，並可維持 1000mS 不切斷保護 

•    可設定當加載電流超過上限電流設定值時；維持設定值電流恆定輸出 (反應時間 < 700mSec) 
•    內建遠端遙控輸入界面，可執行 Test / Reset 及 P1 、P2、P3 三組程式記憶的遙控輸出 

•    輸出過電流、短路、過電壓、過溫度保護及警報 

•    前面板可輸出小容量 (15A) 負載輸出萬用插座，適合各種被測物的電源插頭 

•    可選購 GPIB及USB & RS232 界面

•   Capacity : 15KVA - 180KVA 
•   Utilize IGBT / PWM technology with switching amplifier design 
•   Built - in Input Power Factor Correction for three phase input only (PF > 0.95) 
•   Programmable three phase output 
•   Adjustable Output voltage 0 - 300Vac and Frequency 360 - 440HZ. Be Able to option output voltage 0 - 600Vac or 
    frequency 760 - 840HZ 
•   High power, compact design and light in weight 
•   4 groups of digital LED displays - View Frequency, Voltage, Current and Power / Power Factor 
•   Waveform distortion less than 1% on resistance load 
•   Enhanced crest factor. The rate is up to 3 : 1 at rating current output 
•   Fast recovering time, 2 milliseconds 
•   Line and load regulation maintains the output voltage within 0.5% of setting 
•   Storage up to 8 memories with 5 steps per memory 
•   Auto loop cycle, up to 999900 cycles 
•   For Aging or Life test on DUT, the user able to change the timer either in second, minute or hour 
•   Unique regulation function in providing capability to turn on high inrush current loads such as motors and compressors 
•   Capable to withstand inrush current up to 3 times of rated current and able to maintain 1000ms without protection 
•   Over Current Fold Back Mode (Response time < 700mSec) 
•   Built - in PLC remote interface control, including TEST / RESET and recall 3 memories setting, P1, P2 and P3 
•   Protections and alerts for over current, short circuit, over voltage and over temperature 
•   Universal output sockets (15A) on front panel 
•   Optional GPIB, USB & RS232 interface

6300A 系列 400Hz / 800Hz 高功率可程式三相交流電源供應器
400Hz / 800Hz High Power Programmable 3 Phase AC Power Source

NewNew
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MODEL 6315A 6330A 6360A 6390A 63120A 63150A 63180A

INPUT

Phase 3Ø

Voltage 220 / 380Vac ± 10%

Frequency 47 - 63Hz

Max. Current (approx.) 40A 75A 150A 230A 300A 375A 450A

Power Factor 0.8

AC OUTPUT

Max. Power
Single - Phase 5KVA 10KVA 20KVA 30KVA 40KVA 50KVA 60KVA

Total Power 15KVA 30KVA 60KVA 90KVA 120KVA 150KVA 180KVA

Max. Current (r.m.s), 
Single - Phase*1

0 - 150V 42.0A 84.0A 168.0A 252.0A 336.0A 420.0A 504.0A

0 - 300V 21.0A 42.0A 84.0A 126.0A 168.0A 210.0A 252.0A

Max. Current (r.m.s), 
Single - Phase 
(Option 0 - 600V)*2

0 - 300V 21.0A 42.0A 84.0A 126.0A 168.0A 210.0A 252.0A

0 - 600V 10.5A 21.0A 42.0A 63.0A 84.0A 105.0A 63.0A

Phase 3Ø / 4W

Total Harmonic Distortion (T.H.D) < 1% at 360 - 440Hz or 760 - 840Hz (Option) at Resistive Load

Crest Factor ≥ 3

Line Regulation ± 0.1V

Load Regulation L - N : ± (0.5% of output + 0.5V) / L - L : ± (1% of output +1V) at Resistive Load

Deviation of phase angle 120° ≤ ± 1° at Load Balance, 120° ≤ ± 2.5° at 100% Load Unblance

Response Time < 2 msec

SETTINGS

Voltage

Range 0 - 150V / 0 - 300V Selectable or 0 - 300V / 0 - 600V Selectable (Option 0 - 600V)

Resolution 0.1V

Accuracy ± (1% of setting + 2counts)

Frequency

Range 360 - 440Hz or 760 - 840Hz (Option) Full Range Adjust

Resolution 1Hz

Accuracy ± 0.02% of setting

MEASUREMENT

Voltage

L - N Range 0.0 - 300.0V / 0.0 - 600.0V

L - L Range 0.0 - 520.0V / 0.0 - 1040V

Resolution 0.1V / 0.2V

Accuracy ± (1% of reading + 2counts)

Frequency

Range 360.0 - 440.0Hz ; 760.0 - 840.0Hz (Option)

Resolution 0.1Hz

Accuracy ± 0.1Hz

Current (r.m.s)

Range
L 0.00 - 35.00A 0.0 - 350.0A

H 30.0 - 350.0A 300 - 504A

Resolution
L 0.01A 0.1A

H 0.1A 1A

Accuracy
L ± (1% of reading + 2counts)

H ± (1% of reading + 1count)

Current (r.m.s) 
(Option 0 - 600V)

Range
L 0.00 - 35.00A

H 30.0 - 350.0A

Resolution
L 0.01A

H 0.1A

Accuracy
L ± (1% of reading + 2counts)

H ± (1% of reading + 1count)

Power

Range
L 0.000 - 3.500W 0.00 - 35.00KW

H 3.00 - 40.00W 30.0 - 60.0KW

Resolution
L 0.001W 0.01KW

H 0.01W 0.1KW

Accuracy
L ± (1.5% of reading + 5counts)

H ± (1.5% of reading + 1count)

Power Factor

Range 0.000 - 1.000

Resolution 0.001

Accuracy W / V x A, Calculated and displayed to three significant digits

400Hz / 800Hz High Power Programmable 3 Phase AC Power Source
系列6300A 400Hz / 800Hz 高功率可程式三相交流電源供應器

400Hz / 800Hz High Power Programmable 3 Phase AC Power Source
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MODEL 6315A 6330A 6360A 6390A 63120A 63150A 63180A

GENERAL

PLC Remote I / P : ON / OFF, P1, P2, P3, O / P : Processing

Memory
8 Memoies, 5steps per memory for Voltage, Frequency, Test Time, Delay time and Current, Power, Power Factor Hi, Lo 

Limit setting

Timer 0 = Continuous, 1 - 9999 (Unit : sec, minute, hour selectable)

Auto Loop Cycle 0 = Continuous, OFF = Loop Once, 2 - 9999 (Unit : ×1, ×10, ×100)

Auto Voltage Adjust Enable it for improve voltage regulation within ± 0.1V

Efficiency ≥ 85% (at Full Load )

Protection Over Load, Short Circuit, Over Temperaturer, Over Voltage, and Alarm

Calibration Front Panel Calibration

Interface (Option) GPIB, USB & RS232

Operation Environment 0 - 40℃ / 20 - 80%RH

Dimension, mm

W 430 600 800 1200 1200 1600 1600

H 732 (839) 842 (949) 1557 (1707) 1557 (1804) 1557 (1804) 1800 1800

D 650 (730) 900 (980) 900 (980) 900 (980) 900 (980) 1100 1100

Net Weight 207Kg 366Kg 497Kg 820Kg 1300Kg 1800Kg 2100Kg

*1 At working voltage 120V / 240V	    		                                                                                         product specifications are subject to change without notice.	

*2 At working voltage 240V / 480V	 		   					   

• 6315A High Power Programmable 3 Phase AC Power Source 0 - 300V / 360 - 440HZ (15KVA)		

• 6330A High Power Programmable 3 Phase AC Power Source 0 - 300V / 360 - 440HZ (30KVA)	

• 6360A High Power Programmable 3 Phase AC Power Source 0 - 300V / 360 - 440HZ (60KVA)		

• 6390A High Power Programmable 3 Phase AC Power Source 0 - 300V / 360 - 440HZ (90KVA)	

• 63120A High Power Programmable 3 Phase AC Power Source 0 - 300V / 360 - 440HZ (120KVA)	

• 63150A High Power Programmable 3 Phase AC Power Source 0 - 300V / 360 - 440HZ (150KVA)	

• 63180A High Power Programmable 3 Phase AC Power Source 0 - 300V / 360 - 440HZ (180KVA)	

• Opt.606 GPIB Interface 										        

• Opt.608 600V AC Output for 6315A 										        

• Opt.609 600V AC Output for 6330A & 6360A 									       

• Opt.610 600V AC Output for 6390A & 63120A									       

• Opt.643 USB & RS232 PC Control Card										        

• Opt.644 Output Frequency 760 - 840HZ Full Range Adjust for 6315A						    

• Opt.645 Output Frequency 760 - 840HZ Full Range Adjust for 6330A & 6360A 					   

• Opt.646 Output Frequency 760 - 840HZ Full Range Adjust for 6390A & 63120A					   

• Opt.647 Output Frequency 760 - 840HZ Full Range Adjust for 63150A & 63180A 					   

• Opt.649 600V AC Output for 63150A & 63180A 									       

• 1936 AC Power Source Remote Controller									      

6300A 系列 400Hz / 800Hz 高功率可程式三相交流電源供應器
400Hz / 800Hz High Power Programmable 3 Phase AC Power Source

NewNew



44AC Power Source Catalogue

•   輸出容量 : 10KVA - 60KVA 
•   全系列採用 IGBT / PWM 脈寬調變技術設計 (Switching) 
•   三相輸入可內含輸入功率因數改善線路 (PFC)，有 PFC 時功率因數 > 0.95 
•   單相可程式輸出 

•   全範圍可調輸出電壓及頻率設定範圍 (0 - 300V ; 360 - 440HZ)，另可選購電壓 0 - 600V 或頻率 760 - 840HZ 輸出 

•   高電力密度設計、體積小、重量輕 

•   4 組大型 LED 顯示器，可同時顯示輸出頻率、電壓、電流、功率 / 功率因數量測數值 

•   在阻性負載下波形失真小於 1% 
•   超強輸出波峰因數比，於滿電流的輸出狀態下可達 3 : 1 
•   暫態反應快，在瞬間加重載或除載時波形可於 2mSec 內回復 

•   全範圍輸出電壓的穩壓率可達 0.5% 

•   內建 8 個程式記憶組，每組內含 5 個程式記憶步驟 

•   可執行自動循環測試，最高可執行 999900 次 

•   特殊的恆流裝置，可輕易啟動馬達、壓縮機等高啟動電流之負載 

•   高啟動負載能力，浪湧電流可達額定電流的 3 倍，並可維持 1000mS 不切斷保護 

•   可設定當加載電流超過上限電流設定值時；維持設定值電流恆定輸出 (反應時間 < 700mSec) 
•   內建遠端遙控輸入界面，可執行 Test / Reset 及 P1、P2、P3 三組程式記憶的遙控輸出 

•   輸出過電流、短路、過電壓、過溫度保護及警報 

•   前面板可輸出小容量 (15A) 負載輸出萬用插座，適合各種被測物的電源插頭 

•   可選購 GPIB及USB & RS232 界面

•   Capacity : 10KVA - 60KVA 
•   Utilize IGBT / PWM technology with switching amplifier design 
•   Built - in Input Power Factor Correction for three phase input only (PF > 0.95) 
•   Programmable single phase output 
•   Adjustable Output voltage 0 - 300Vac and Frequency 360 - 440HZ. Be Able to option output voltage 0 - 600Vac or 
    frequency 760 - 840HZ 
•   High power, compact design and light in weight 
•   4 groups of digital LED displays - View Frequency, Voltage, Current and Power / Power Factor 
•   Waveform distortion less than 1% on resistance load 
•   Enhanced crest factor. The rate is up to 3 : 1 at rating current output 
•   Fast recovering time, 2 milliseconds 
•   Line and load regulation maintains the output voltage within 0.5% of setting 
•   Storage up to 8 memories with 5 steps per memory 
•   Auto loop cycle, up to 999900 cycles 
•   Unique regulation function in providing capability to turn on high inrush current loads such as motors and compressors 
•   Capable to withstand inrush current up to 3 times of rated current and able to maintain 1000ms without protection 
•   Over Current Fold Back Mode (Response time < 700mSec) 
•   Built - in PLC remote interface control, including TEST / RESET and recall 3 memories setting, P1, P2 and P3 
•   Protections and alerts for over current, short circuit, over voltage and over temperature 
•   Universal output sockets (15A) on front panel 
•   Optional GPIB, USB & RS232 interface

400Hz / 800Hz High Power Programmable 3 Phase AC Power Source
系列6500A 400Hz / 800Hz 高功率可程式交流電源供應器
400Hz / 800Hz High Power Programmable AC Power Source
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MODEL 6510A 6520A 6530A 6540A 6560A

INPUT

Phase 3Ø

Voltage 220 / 380Vac ± 10%

Frequency 47 - 63Hz

Max. Current (approx.) 25A 50A 75A 100A 150A

Power Factor 0.8

AC OUTPUT

Max. Power 10KVA 20KVA 30KVA 40KVA 60KVA

Max. Current (r.m.s)*1 
0 - 150V 84.0A 168.0A 252.0A 336.0A 504.0A

0 - 300V 42.0A 84.0A 126.0A 168.0A 252.0A

Max. Current (r.m.s)*2 
(Option 0 - 600V)

0 - 300V 42.0A 84.0A 126.0A 168.0A 252.0A

0 - 600V 21.0A 42.0A 63.0A 84.0A 126.0A

Phase 1Ø / 2W

Total Harmonic Distortion (T.H.D) < 1% at 360 - 440Hz or 760 - 840Hz (Option) at Resistive Load

Crest Factor ≥ 3

Line Regulation ± 0.1V

Load Regulation ± (0.5% of output + 0.5V) at Resistive Load

Response Time < 2 msec

SETTINGS

Voltage

Range 0 - 150V / 0 - 300V Selectable or 0 - 300V / 0 - 600V Selectable (Option 0 - 600V)

Resolution 0.1V

Accuracy ± (1% of setting + 2counts)

Frequency

Range 360 - 440Hz or 760 - 840Hz (Option) Full Range Adjust

Resolution 1Hz

Accuracy ± 0.02% of setting

MEASUREMENT

Voltage

Range 0.0 - 300.0V / 0.0 - 600.0V

Resolution 0.1V / 0.2V

Accuracy ± (1% of reading + 2counts)

Frequency

Range 360.0 - 440.0Hz ; 760.0 - 840.0Hz (Option)

Resolution 1Hz

Accuracy ± 0.1Hz

Current (r.m.s)

Range
L 0.00 - 35.00A 0.0 - 350.0A

H 30.00 - 350.0A 300 - 3500A

Resolution
L 0.01A 0.1A

H 0.1A 1A

Accuracy
L ± (1% of reading + 2counts)

H ± (1% of reading + 1count)

Current (r.m.s) 
(Option 0-600V)

Range
L 0.00 - 35.00A

H 30.00 - 350.0A

Resolution
L 0.01A

H 0.1A

Accuracy
L ± (1% of reading + 2counts)

H ± (1% of reading + 1count)

Power

Range
L 0.000 - 3.500KW 0.00 - 35.00KW

H 3.00 - 40.00KW 30.0 - 350.0KW

Resolution
L 0.001KW 0.01KW

H 0.01KW 0.1KW

Accuracy
L ± (1.5% of reading + 5counts)

H ± (1.5% of reading + 1count)

Power Factor

Range 0.000 - 1.000

Resolution 0.001

Accuracy W / V x A, Calculated and displayed to three significant digits

GENERAL

PLC Remote I / P : ON/OFF, P1, P2, P3, O / P : Processing

Memory
8 Memoies, 5steps per memory for Voltage, Frequency, Test Time, Delay time and Current, Power, Power Factor Hi, Lo 

Limit setting

Timer 0 = Continuous, 1 - 9999 (Unit : sec, minute, hour selectable)

Auto Loop Cycle 0 = Continuous, OFF = Loop Once, 2 - 9999 (Unit : ×1, ×10, ×100)

Auto Voltage Adjust Enable it for improve voltage regulation within ± 0.1V

Efficiency ≥ 85% (at Full Load )

Protection Over Current, Short Circuit, Over Temperature, Over Voltage, and Alarm

Calibration Front Panel Calibration

6500A 系列 400Hz / 800Hz 高功率可程式交流電源供應器
400Hz / 800Hz High Power Programmable AC Power Source
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MODEL 6510A 6520A 6530A 6540A 6560A

Interface (Option) GPIB, USB & RS232

Environment 0 - 40℃ / 20 - 80%RH

Dimension, mm

W 430 430 600 600 800

H 472 (579) 732 (839) 972 (1079) 972 (1079) 1557 (1707)

D 650 (730) 650 (730) 900 (980) 900 (980) 900 (980)

Net Weight 150Kg 216Kg 372Kg 402Kg 497Kg

*1 At working voltage 120V / 240V                                                                                                                                             product specifications are subject to change without notice.	
*2 At working voltage 240V / 480V

•  6510A High Power Programmable AC Power Source 0 - 300V / 360 - 440HZ (10KVA)		

•  6520A High Power Programmable AC Power Source 0 - 300V / 360 - 440HZ (20KVA)		

•  6530A High Power Programmable AC Power Source 0 - 300V / 360 - 440HZ (30KVA)			

•  6540A High Power Programmable AC Power Source 0 - 300V / 360 - 440HZ (40KVA)		

•  6560A High Power Programmable AC Power Source 0 - 300V / 360 - 440HZ (60KVA)			

•  Opt.606 GPIB Interface 						    

•  Opt.608 600V AC Output for 6510A & 6520A 						    

•  Opt.609 600V AC Output for 6530A, 6540A & 6560A						    

•  Opt.643 USB & RS232 PC Control Card						    

•  Opt.644 Output Frequency 760 - 840HZ Full Range Adjust for 6510A & 6520A 					   

•  Opt.645 Output Frequency 760 - 840HZ Full Range Adjust  for 6530A, 6540A & 6560A				  

•  1936 AC Power Source Remote Controller						   

系列6500A 400Hz / 800Hz 高功率可程式交流電源供應器
400Hz / 800Hz High Power Programmable AC Power Source
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AUSTRALIA
TESTPOWER
13 The Highway, Mt. Waverley, Victoria 3149, Australia
TEL: +61-430-034 688     +61-3-9888 2888
FAX: +61-3-9764 0942
E-mail: bill@testpower.com.au
Website: http://www.testpower.com.au

BRAZIL
TEX INSTRUMENTOS
Rua Dos Buritis, 128 B1.A 301, Jabaquara CEP, Sao Paulo, 
Brazil, 04321-000
TEL: +55-11-5012 8118
FAX: +55-11-3213 9344
E-mail: jsouza@texinstrumentos.com.br 
Website: http://www.texinstrumentos.com.br 

INDIA
TTL TECHNOLOGIES PVT. LTD.
#3071, 10th Cross, 11th Main Road, HAL II Stage, Indira Nagar, 
Bangalore, 560008, India
TEL: +91-80-2526 0646
FAX: +91-80-2529 1285
E-mail: prabhakaran@ttlindia.com
Website: http://www.ttlindia.com 

INDONESIA
EMS TEST MEASUREMENT SDN BHD 
(Batam Island Only)
5, Jalan Belada 17, Taman Puteri Wangsa, 81800 Johor Bahru 
Johor, Malaysia
TEL: +62-815-3383 3922
E-mail: steven@ems-info.com.my

JAPAN
KEISOKU GIKEN CO., LTD.
2-12-2, Chigasaki-minami, Tsuzuki-ku, Yokohama 224-0037, 
Japan
TEL: +81-45-948 0211
FAX: +81-45-948 0221
E-mail: tbaba@hq.keisoku.co.jp
Website: http://www.keisoku.co.jp 

KOREA
BOB ENTERPRISE INC.
1403, ACE Highend Tower 5, 505-18, Gasan-don, 
Geumcheon-gu, Seoul, Korea
TEL: +82-2-861 0092
FAX: +82-2-861 0097
E-mail: info@bobenterprise.co.kr
Website: http://www.bobenterprise.co.kr 

NEW ZEALAND
TESTPOWER
13 The Highway, Mt. Waverley, Victoria 3149, Australia
TEL: +61-430-034 688     +61-3-9888 2888
FAX: +61-3-9764 0942
E-mail: bill@testpower.com.au
Website: http://www.testpower.com.au 

PHILIPPINES
AVESCO MARKETING CORPORATION
Aurora Blvd., cor. Yale St., Cubao, Quezon City, P.O.Box 3531, 
Manila, Philippines
TEL: +63-2-912 8881
FAX: +63-2-912 2352
E-mail: bbguiamoy@gmail.com
Website: http://www.avesco.com.ph

SINGAPORE
ADELTEC (MALAYSIA) SDN BHD – SUBSIDIARY of 
EXTECH ELECTRONICS CO., LTD.
Unit D3-5-2 (2ND Floor) Block D3, Dana 1 Commercial Centre, 
Jalan PJU 1A/46, 47301 Petaling Jaya, Selangor, Malaysia
TEL: +60-3-7842 9168
FAX: +60-3-7842 6168
E-mail: adeltec@tm.net.my
Website: http://www.extech-electronics.com

THAILAND
ELECTRONICS SOLUTION CO., LTD
41/17 Moo 1, Klong 6, Klongluang, Pathumthani 12100, 
Thailand
TEL: +66-2-904 4117
FAX: +66-2-577 6815
E-mail: samon2@cscoms.com
Website: www.electronics-solution.co.th

TURKEY
INTERELEKTRO INTERNET & ELECTRONICS 
TECHOLOGIES CO. LTD
Oguzlar Mah. 34 Sk. No.18/B Balgat, 06520  Ankara, Turkey
TEL: +90-312-285 2500
FAX: +90-312-266 2565
E-mail: mustafa@interelektro.com 
Website: http://www.interelektro.com 

VIETNAM
ASIANSTAR TECHNOLOGY CO., LTD
156 Tan Phuoc Street, District 10, Ho Chi Minh city, Vietnam
TEL: +84-8-957 2812
FAX: +84-8-957 2813
E-mail: tqthai@asianstar-tech.com
Website: www.asianstar-tech.net 



Tel : +886-2-26570123    Fax : +886-2-26573066

Tel : +886-2-26943030    Fax : +886-2-26947575

Tel : +86-512-68088351    Fax : +86-512-68088359

Tel : +86-532-83932596   Fax : +86-532-83932638

ADELTEC (MALAYSIA) SDN. BHD.
Tel : +60-3-78429168  Fax : +60-3-78426168

Tel : +886-7-5533282   Fax : +886-7-5553057

Tel : +86-20-85538831    Fax : +86-20-85538710

Tel : +86-592-5138590   Fax : +86-592-5138590    C
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